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During the past few decades, plasma-based surface treatment methods have gained 
a lot of interest in various applications such as thin film deposition, surface etching, surface 
activation and/or cleaning, etc. Generally, in plasma-based surface treatment methods, 
high-energy plasma-generated species are utilized to modify the surface structure or the 
chemical composition of a substrate. Unique physical and chemical characteristics of the 
plasma along with the high controllability of the process makes plasma treatment 
approaches very attractive in several industries. Plasma-based treatment methods are 
currently being used or investigated for a number of practical applications, such as adhesion 
promotion in auto industry, wound management and cancer treatment in biomedical 
industry, and coating development in aerospace industry. 
In this study, a two-step procedure is proposed for the development of 
superhydrophobic/icephobic coatings based on atmospheric-pressure plasma treatment of 
aluminum substrates using air and nitrogen plasma. The effects of plasma parameters on 
various surface properties are studied in order to identify the optimum conditions for 
maximum coating efficiency against icing and wetting. 
In the first step, the interactions between air or nitrogen plasma and the aluminum 
surface are studied. It is shown that by reducing jet-to-substrate distance, air plasma 
treatment, unlike nitrogen plasma treatment, is capable of creating micro-porous micro-
roughened structures on the surface, some of which bear a significant resemblance to the 
features observed in laser ablation of metals with short and ultra-short laser pulses. The 
formation of such structures in plasma treatment is attributed to a transportation of energy 
from the jet to the surface over a very short period of time, in the range of picoseconds to 
microseconds. This energy transfer is shown to occur through a streamer discharge from the 
rotating arc source in the jet body to a close proximity of the surface, and then through 
multiple seemingly random electric arcs on the surface. The formation of these discharges 
is facilitated by the near-infinite conductivity of the air plasma column. The micro-porous 
micro-roughened structure developed in this step is then used as the substrate for coating 
deposition. 
In the next step, first the plasma jet is slightly modified with a quartz tube 
surrounding the jet-head. This modification allows for ignition and maintenance of a very 
weak plasma while hindering the diffusion of oxygen into the plasma and thus increasing 
the amount of organic deposition on the surface. This is confirmed by the chemical 
characterization of the surfaces developed using the modified jet. Furthermore, it is shown 
that this modification can significantly affect surface morphology, leading to a finer surface 
structure with different levels of roughness. Hydrophobic materials are then deposited on 
the surface in the presence of HMDSO using nitrogen plasma. Several samples are prepared 
with different precursor flow rates, plasma generation powers and number of deposition 
passes. All coatings are characterized regarding their surface morphology, chemical 
composition, wetting behavior and icephobic characteristics. It is shown that at low 
precursor flow rates, coating deposition is not enough for a full coverage of the surface. On 
the other hand, at high flow rates coating deposition can completely cover the surface 
features originated from the air plasma treatment process, thus negating the effects of an 
important roughness level. At the median flow rate, which was identified to be 5 g/h, the 
coating can fully cover the surface while maintaining the pre-existing surface features. It is 
also shown that by increasing the number of plasma deposition passes, surface features 
become slightly larger while the amount of organic deposition on the surface increases. 
Finally, it is shown that in high plasma generation powers, the amount of oxide deposition 
on the surface increases, leading to lower contact angles and higher ice adhesion strengths. 
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In order to estimate coatings’ efficiency in practical applications, coating’s stability 
against some environmental factors is studied. At first, the effects of multiple icing/deicing 
cycles on surface properties is investigated. SEM studies confirm the removal of the coating 
material from the surface in all cases after multiple icing/deicing cycles. However, it is 
shown that the sample resulting from the lowest generation power combined with median 
flow rate and 3 passes of plasma deposition can maintain its hydrophobicity and icephobicity 
for up to 10 cycles of icing/deicing. This sample is then exposed to an equivalent of up to 4 
years of natural ultraviolet exposure and the effects of UV on surface properties were 
studied. It is suggested that ultraviolet exposure may be capable of reorganizing the organic 
functions in the coating structure, leading to shorter siloxane chains with denser methyl 
functionalization, thus affecting the wetting and icing behavior of the surface. Ice adhesion 
strength was shown to decrease significantly after the equivalent of 3 years of natural UV 
exposure. 
The procedure introduced in this thesis is a cheap, quick, and environmentally 
friendly method for development of superhydrophobic/icephobic coatings on aluminum 
substrates. Therefore, it can be easily implemented in several industrial applications where 
outdoor structures are expected to be exposed to severe icing events. 




Durant les dernières décennies, les méthodes de traitement de surface à base de 
plasma ont suscité un grand intérêt pour plusieurs applications telles que le dépôt de films 
minces, la gravure, l'activation et/ou le nettoyage de surface, etc. En général, dans les 
méthodes de traitement de surface à base de plasma, des espèces générées par plasma à 
haute énergie sont utilisées pour modifier la structure de surface ou la composition chimique 
d'un substrat. Les caractéristiques physiques et chimiques uniques du plasma ainsi que la 
forte contrôlabilité du processus rendent le traitement par plasma très intéressant pour 
diverses industries. Les méthodes de traitement à base de plasma sont actuellement utilisées 
ou étudiées pour un grand nombre applications pratiques, comme par exemple la promotion 
de l'adhésion dans l'industrie automobile, le traitement des plaies et du cancer dans le 
domaine biomédical et le développement de revêtements dans l'industrie aérospatiale 
Dans cette étude, une procédure en deux étapes a été proposée pour l’élaboration des 
revêtements superhydrophobes/glaciophobes basée sur le traitement au plasma à pression 
atmosphérique de substrats en aluminium utilisant un plasma d’air et d’azote. L’effet des 
paramètres du plasma sur diverses propriétés de la surface a été étudié pour identifier les 
conditions optimales pour obtenir un revêtement d’efficacité maximale contre le givrage et 
le mouillage.  
Dans la première étape, les interactions entre un plasma d’air ou d'azote et la surface 
d'aluminium ont été étudiées. Il a été démontré que, en réduisant la distance entre le jet et 
le substrat, le traitement par plasma d'air, à la différence du traitement par plasma d'azote, 
permet de créer une structure micro-rugueuse et microporeuse de la surface. Certaines de 
ces structures ont une ressemblance significative avec les caractéristiques observées par le 
traitement utilisant l'ablation laser des métaux avec courtes et à ultra-courtes impulsions 
laser. La formation de telles structures dans le traitement par plasma est attribuée à un 
transfert d'énergie du jet à la surface sur une très courte période de temps, dans l’ordre de 
picosecondes à microsecondes. On a montré que ce transfert d'énergie est produit par une 
décharge du streamer de la source d’arc tournant dans le corps de la buse à proximité de la 
surface, et à travers de multiples arcs électriques aléatoires à la surface. La formation de ces 
décharges est facilitée par la conductivité quasi infinie de la colonne de plasma d'air. La 
structure microporeuse et micro-rugueuse développée dans cette étape est par la suite 
utilisée en tant que substrat pour le dépôt du revêtement. 
Dans l'étape suivante, le jet de plasma est d’abord légèrement modifié en plaçant un 
tube de quartz sur la tête du jet. Cette modification permet l'allumage et l'entretien d'un 
plasma très faible tout en empêchant la diffusion de l'oxygène dans le plasma, augmentant 
ainsi la quantité de dépôts organiques sur la surface. Ceci est confirmé par la caractérisation 
chimique des surfaces développées par le jet modifié. En outre, il a été démontré que la 
modification mentionnée ci-dessus peut affecter de manière significative la morphologie de 
la surface, conduisant ainsi à une fine structure de surface avec différents niveaux de 
rugosité. Les matériaux hydrophobes sont ensuite déposés sur la surface en présence de 
HMDSO à l’aide de plasma d'azote. Plusieurs échantillons sont préparés avec différents 
débits de précurseurs, de puissances d’alimentation de plasma, et de nombre de dépôts de 
couche. Tous les revêtements sont caractérisés selon la morphologie de la surface, la 
composition chimique, la mouillabilité ainsi que la glaciophobicité. Il a été noté que, pour 
de faibles débits de précurseurs, les dépôts de revêtement étaient insuffisants pour recouvrir 
toute la surface. D'autre part, pour des dépôts avec débits élevés, le revêtement pouvait 
recouvrir complètement les parties de la surface traitées au plasma à l’air, annulant ainsi les 
effets d’un niveau de rugosité élevé. Avec un débit moyen, de l’ordre de 5 g/h, le revêtement 
peut recouvrir complètement la surface tout en conservant les caractéristiques de la surface 
iv 
  
préexistante. Il a été également démontré que, en augmentant le nombre de couches de 
dépôt par plasma, les caractéristiques de la surface deviennent légèrement plus importantes 
tandis que la quantité de dépôt organique sur la surface augmente. Enfin, il a été démontré 
que, pour des puissances de plasma élevées, la quantité de dépôts d'oxyde sur la surface 
augmente, entraînant ainsi une réduction des angles de contact et une augmentation de la 
force d'adhésion de la glace. 
 Afin d'évaluer l'efficacité de ces revêtements dans des applications pratiques, leur 
stabilité par rapport à certains facteurs environnementaux a été étudiée. Dans un premier 
temps, l’impact des cycles de givrage/dégivrage répétés sur les propriétés de surface a été 
étudié. Les résultats du MEB confirment l'élimination du revêtement de la surface dans tous 
les cas, après plusieurs cycles de givrage/dégivrage. Cependant, les résultats montrent que 
l'échantillon obtenu à partir de la plus faible puissance combinée avec un débit moyen et 
trois couches de dépôt plasma peut conserver son hydrophobicité et sa glaciophobicité 
jusqu'à 10 cycles de givrage/dégivrage. Cet échantillon a été exposé par la suite à un 
équivalent de 4 ans d'exposition aux rayons ultraviolets naturels et les effets des rayons UV 
sur les propriétés de surface ont été étudiés. Il a été suggéré que l’exposition aux rayons 
ultraviolets peut réorganiser les fonctions organiques dans la structure du revêtement, 
résultant en de plus courtes chaînes de siloxane avec une plus dense fonctionnalisation de 
méthyle, affectant ainsi le comportement de mouillage et de givrage de la surface. Une 
réduction significative de la force d’adhésion de la glace a été observée après un équivalent 
de 3 années d'exposition aux UV naturels.  
La procédure proposée dans cette thèse pour le développement de revêtements 
superhydrophobe/glaciophobes sur des substrats en aluminium est économique, rapide et 
respectueuse de l'environnement. Par conséquent, elle pourrait facilement être mise en 
œuvre dans plusieurs applications industrielles où des structures extérieures seraient 





I would like to express my gratitude to the director of the project, Professor Masoud 
Farzaneh, the chairholder of INGIVRE (Research Chair on Icing Engineering of Power 
Network Equipment). I appreciate his expertise, understanding and patience, all of which 
have considerably enhanced my experience. 
I would also like to express my sincere appreciation to the co-director of the project, 
Dr. Luc Stafford of the University of Montreal, for his guidance throughout the project. His 
expertise on plasma science have proved an invaluable asset to the project. 
I would also like to thank Dr. Andranik Sarkissian of Plasmionique Inc. for his 
practical outlook and his expertise on characterization and surface treatment methods. This 
work would not have been the same without his guidance. 
I would also like to take this opportunity to thank the professionals and technicians 
of CIGELE, Denis Masson, Pierre Camirand, Claude D’amours and Xavier Bouchard for 
their continued assistance in the laboratory. Without them, many achievements of this 
research work would not have been possible. 
Finally, I would like to thank my family for the support they have provided me during 
my years in the graduate school: To my father, Asghar; to my mother, Azar and to my 
brother, Sepehr. 
I recognize that this research would not have been possible without the financial 
assistance of CIGELE industrial chair, INGIVRE chair, and The University of Quebec at 
Chicoutimi, and I express my gratitude to those organizations.  
vi 
  
TABLE OF CONTENTS 
Chapter 1 Introduction .......................................................................... 1 
1.1 Overview ........................................................................................................ 1 
1.2 Problem definition ........................................................................................ 2 
1.3 Objectives ...................................................................................................... 5 
1.4 Originality statement .................................................................................... 6 
1.5 Thesis outline ................................................................................................ 6 
Chapter 2 Literature review ................................................................... 8 
2.1 Introduction ..................................................................................................8 
2.2 Wetting and icing ..........................................................................................8 
2.2.1 Fundamentals of wetting ..........................................................................8 
2.2.2 Superhydrophobic surfaces ................................................................... 12 
2.2.3 Icephobicity and its correlation with superhydrophobicity .................. 16 
2.3 Plasma ......................................................................................................... 23 
2.3.1 Low-pressure plasmas ............................................................................ 25 
2.3.2 Atmospheric-pressure plasmas ............................................................. 26 
2.4 Plasma-surface interactions for superhydrophobic applications ............... 29 
2.4.1 Plasma etching ....................................................................................... 29 
2.4.2 Plasma sputtering .................................................................................. 33 
2.4.3 Plasma polymerization .......................................................................... 34 
2.5 Arc-surface interactions ..............................................................................38 
2.5.1 Plasma-transferred arcs .........................................................................38 
2.5.2 Laser ablation.........................................................................................40 
vii 
  
2.6 Conclusion ................................................................................................... 43 
Chapter 3 Experimental procedure...................................................... 44 
3.1 Introduction ................................................................................................ 44 
3.2 Samples ....................................................................................................... 44 
3.3 Plasma treatment ........................................................................................ 45 
3.3.1 Treatment in non-depositing Environment ........................................... 47 
3.3.2 Treatment in depositing environment .................................................. 48 
3.4 Optical emission spectroscopy .................................................................... 49 
3.5 Contact angle measurement ....................................................................... 50 
3.6 Scanning electron microscopy .................................................................... 51 
3.7 Fourier transform infrared spectroscopy .................................................... 52 
3.8 X-ray photoelectron spectroscopy .............................................................. 52 
3.9 High speed imaging .................................................................................... 56 
3.10 Ice adhesion strength measurement ....................................................... 56 
3.11 Accelerated weathering ............................................................................... 58 
3.12 Conclusion ................................................................................................... 59 
Chapter 4 Treatment of aluminum samples with N2/O2 plasma ........... 60 
4.1 Introduction ................................................................................................60 
4.2 Treatment process .......................................................................................60 
4.3 Morphological characterization of the surface ........................................... 61 
4.4 Plasma characterization .............................................................................. 64 
4.4.1 Optical characterization ......................................................................... 64 
4.4.2 Optical eimission spectrocsopy ............................................................. 66 
viii 
  
4.5 Chemical cahracterization of the surface ................................................... 68 
4.6 Discussion ................................................................................................... 70 
4.7 Conclusion ................................................................................................... 74 
Chapter 5 Treatment of aluminum samples with N2/HMDSO Plasmas 75 
5.1 Introduction ................................................................................................ 75 
5.2 Effect of monomer flow rate and ionization gas ......................................... 75 
5.3 powder formation dynamics ....................................................................... 78 
5.4 Jet modification ......................................................................................... 80 
5.5 Initial plasma conditions ........................................................................... 84 
5.6 Superhydrophobic/icephobic coatings ...................................................... 86 
5.6.1 Surface morphology .............................................................................. 86 
5.6.2 Number of deposition passes ................................................................ 88 
5.6.3 Chemical composition ...........................................................................90 
5.6.4 Wetting behavior ................................................................................. 100 
5.6.5 Droplet mobility ................................................................................... 102 
5.6.6 Icephobic characteristics ..................................................................... 103 
5.7 Conclusion ................................................................................................. 108 
Chapter 6 Surface stability against environmental factors ................. 110 
6.1 Introduction .............................................................................................. 110 
6.2 Effects of icing/deicing on surface properties .......................................... 110 
6.2.1 Wetting behavior .................................................................................. 110 
6.2.2 Chemical composition ..........................................................................116 
6.2.3 Surface morphology .............................................................................. 121 
ix 
  
6.3 Effect of UV exposure on surface properties ............................................ 126 
6.4 Effects of water immersion on surface properties ..................................... 131 
6.5 Conclusion ................................................................................................. 134 
Chapter 7 Conclusions and future recommendations ........................ 136 
7.1 Conclusions and contributions of this thesis ............................................ 136 






LIST OF FIGURES 
Figure 1-1. Appearance of water-based solid phases: (a) frost, (b) glaze, (c) rime, (d) snow 
and (e) ice................................................................................................................................ 4 
Figure 1-2. Schematics of how a freezing rain occurs [2]. ...................................................... 4 
Figure 2-1. Contact angle as defined by Young. ...................................................................... 9 
Figure 2-2. (a) Wenzel wetting regime and (b) Cassie-Baxter wetting regime. ................... 10 
Figure 2-3. Dynamic contact angles on the interfaces of a moving droplet. ......................... 11 
Figure 2-4. (a) Lotus leaves in their natural habitat, (b) a water droplet on a lotus leaf and 
(c,d) SEM images of lotus leaves with different magnifications [37]. .................................. 13 
Figure 2-5. Examples of natural superhydrophobic surfaces. On the left side, photos of a 
water droplet on a rice leaf (a), taro leaf (c), india canna leaf (e) and Chinese watermelon 
surface (g). On the right side, SEM images of the same leaves: rice leaf (b), taro leaf (d), india 
canna (f) and Chinese watermelon (h) [37]. ......................................................................... 14 
Figure 2-6. Morpho Nestira (left) and a typical multi-level surface roughness observed on its 
wings (right). ......................................................................................................................... 18 
Figure 2-7. Compilation of average strengths of ice adhesion measured for: () 22 nominally 
smooth test substrates at -10 °C [69], () one textured test substrate at -8 °C [86] and () 
10 textured test substrates at -10 °C [67]. Figure reproduced from [69]. ............................ 19 
Figure 2-8. Transient temperatures of 4 μL water droplet freezing on a (a) hydrophilic, (b) 
hydrophobic, and (c) superhydrophobic surface [46]. The spikes in the temperature curves 
denote the latent heat of fusion and is used as a representative of freezing instant. ........... 20 
xi 
  
Figure 2-9. Sequential images of the dynamic behavior of 15 µL droplets impacting cooled 
(Tsubstrate < 0 °C) horizontal surfaces from a 10 cm height. Images from top to bottom 
depict droplet impact, maximum spreading (rmax), maximum retraction (rmin), and 
freezing [94]. ......................................................................................................................... 21 
Figure 2-10. ESEM images of frost formation on a superhydrophobic surface. The surface is 
maintained at a temperature −13 °C [71]. ............................................................................ 22 
Figure 2-11. Schematics of a DBD reactor from Wikipedia (left) and a dielectric barrier 
discharge between an electrode and human skin (right) [105]. ........................................... 27 
Figure 2-12. Schematics of an APPJ (left) and APPJ treatment on a flat sample (right) [120].
 .............................................................................................................................................. 27 
Figure 2-13. Scanning electron microscopy (SEM) pictures (top and tilted views) of 
untreated and plasma textured PC at different processing time, at 100W RF power [129]. 31 
Figure 2-14. A comparison of the two as-deposited XPS results for functionalization and 
sputtering of PTFE like thin films. The XPS spectra are normalized to the CF2 peak [141]. 32 
Figure 2-15. The erosion spots on the surface of steel sample (left) and a single dimple on 
the surface of steel (right) [184]. .......................................................................................... 39 
Figure 2-16. Laser processing of a 0.5 mm steel plate with 250 fs, 0.5 m J, and F = 2.5 J/cm2 
second harmonic radiation ( = 390 nm) and different number of pulses: (a) 10, (b) 100, (e) 
1000 and (d) 5000 laser pulses [186]. .................................................................................. 41 
Figure 2-17. Nanosecond-pulse laser ablation and holes drilled in a 100 pm thick steel foil 
with (a) 80 ps, 900 pJ, F = 3.7 J/cm2; and (b) 3.3 ns, 1 m J, and F = 4.2 J/cm2 laser pulses 
at 780 nm [186]. ................................................................................................................... 42 
Figure 2-18. Time-resolved photos of phase explosion on the surface of aluminum, (left) F = 
4.0 J/cm−2 and (right) F = 5.2 J/cm−2 [194]. Pulse duration is 5 ns in both cases............... 43 
xii 
  
Figure 3-1. Plasma reactor used in this study. ...................................................................... 45 
Figure 3-2. Digital image of the working jet (left) and the schematics of the plasma jet (right).
 .............................................................................................................................................. 46 
Figure 3-3. Plasma jet setup used for HMDSO deposition. The quartz tube confines the jet, 
hindering the flow of oxide species and reducing the amount of silica powder on the surface.
 ............................................................................................................................................. 48 
Figure 3-4. Molecular structure of hexamethyldisiloxane. .................................................. 49 
Figure 3-5. Contact angle goniometer used in this study (left) and the software used for 
image analysis and contact angle measurement (right). ...................................................... 50 
Figure 3-6. Procedure used for measuring the dynamic contact angles. ............................. 51 
Figure 3-7. An example of advancing (left) and receding (right) curves for dynamic contact 
angle measurements. ............................................................................................................ 51 
Figure 3-8. X-ray photoelectron spectrometer used in this study. ...................................... 52 
Figure 3-9. Some of the basic peak shape functions available in CasaXPS. Surface area under 
the peaks presented in this figure equal for all shapes. ........................................................ 54 
Figure 3-10. Various silicon chemical states in siloxane-based coatings. R denotes the 
organic functions here. ......................................................................................................... 55 
Figure 3-11. High resolution spectra of Si 2p core peak on a clean quartz sample. ............. 56 
Figure 3-12. Icing conditions used in the wind tunnel to create atmospheric ice on the 
samples. ................................................................................................................................ 57 
Figure 3-13. (a) Water nozzles and (b) three samples mounted in the test section. ............ 57 
xiii 
  
Figure 4-1. Digital images of Al samples (50 mm x 30 mm) treated with N2 plasma (top) and 
N2-O2 plasma (bottom) after (a) first pass, (b) second pass, and (c) third pass of plasma 
treatment. ............................................................................................................................. 61 
Figure 4-2. SEM images from the sample surface after one pass of air plasma treatment. . 63 
Figure 4-3. Micro-structure formed on the surface after 3 passes of air plasma treatment.
 .............................................................................................................................................. 63 
Figure 4-4. Digital image of the plasma jet interacting with the Al substrate (left) and 
evidence of electric arcs transferred on the surface (left). ................................................... 65 
Figure 4-5. Examples of plasma-transferred electric arcs randomly distributed in time and 
space over the aluminum surface during air plasma treatment. .......................................... 65 
Figure 4-6. Typical streamer discharges during air plasma treatment (a) and nitrogen 
plasma treatment (b). ........................................................................................................... 66 
Figure 4-7. Optical emission spectra acquired from a nitrogen plasma (left) and air plasma 
(right) at a 5-mm distance from the jet head........................................................................ 67 
Figure 4-8. Optical emission spectra acquired from the plasma working on an aluminum 
sample and a stainless-steel sample. ................................................................................... 68 
Figure 4-9. Al 2p core peak high resolution spectra for aluminum control sample (left) and 
pretreated sample (right) ...................................................................................................... 70 
Figure 4-10. Femtosecond ablation of a 0.8 mm AlN target with 250 fs, 0.5 mJ, and F = 2.5 
J/cm2 second harmonic radiation (= 390 nm) and different number of pulses: (a) 10, (b) 
103, (e) 3.5 × 104 laser pulses and (d) a similar feature observed in plasma assisted arc 
treatment [186]. .................................................................................................................... 72 
xiv 
  
Figure 4-11. The location of electric arcs relative to the streamer discharge (left) and a high-
speed image demonstrating the streamer discharge and electric arcs on the surface (right).
 .............................................................................................................................................. 73 
Figure 5-1. Contact angle vs. monomer flow rate for different ionization gases: N2 and N2-O2 
(air). ...................................................................................................................................... 76 
Figure 5-2. SEM images of coatings polymerized under air plasma (a-c) and nitrogen plasma 
(d-f) with various magnifications. ........................................................................................ 77 
Figure 5-3. SEM images of deposition under different flow rates: (a) 3 g/h, (b) 5 g/h, (c) 10 
g/h, (d) 15 g/h and (e) 30 g/h ............................................................................................... 79 
Figure 5-4. SEM images of samples polymerized under HMDSO flow rate of 3 g/h (top) and 
30 g/h (bottom) at different jet substrate distances: (a) and (d) 10 mm, (b) and (e) 15 mm, 
(c) and (f) 20 mm. ................................................................................................................ 80 
Figure 5-5. OES spectra acquired from the plasma with and without the quartz tube 
surrounding the jet-head. ..................................................................................................... 81 
Figure 5-6. Surface structure of the coating deposited in the absence of quartz tube with 
nitrogen plasma and 5 g/h of precursor flow rate on pre-treated surfaces. ........................ 82 
Figure 5-7. Surface structure of the coating deposited in the presence of quartz tube with 
nitrogen plasma and 5 g/h of precursor flow rate on pre-treated surfaces. .........................83 
Figure 5-8. absolute (left) and normalized (right) FTIR spectra of samples prepared with 
nitrogen plasma deposition of HMDSO with a flow rate of 5 g/h, with and without the quartz 
tube surrounding the jet. ..................................................................................................... 84 
Figure 5-9. SEM images of (a) PT3, (b) PT5, and (c) PT7 ................................................... 86 
Figure 5-10. SEM images of PT3 and PT3x3: (a) PT3 1000x, (b) PT3 5000x, (c) PT3 10000x, 
(d) PT3x3 1000x (e) PT3x3 5000x and (f) PT3x3 10000x .................................................... 87 
xv 
  
Figure 5-11. SEM images of PT5, PT5x3 and PT5x6: (a) PT5 1000x, (b) PT5x3 1000x, (c) 
PT5x6 1000x, (d) PT5 5000x, (e) PT5x3 5000x, (f) PT5x6 5000x, (g) PT5 10000x, (h) PT5x3 
10000x and (i) PT5x6 10000x .............................................................................................. 88 
Figure 5-12. SEM images of PT5P75: (a) 1000x, (b) 5000x and (c) 10000x ....................... 88 
Figure 5-13. Optical emission spectra acquired from different passes with a precursor flow 
rate of 3 g/h: (a) full range of spectra with all peaks and features and (b) a closer look at the 
atomic silicon line at 250 and 287 nm. ................................................................................ 89 
Figure 5-14. Optical emission spectra acquired from different passes with a precursor flow 
rate of 5 g/h: (a) full range of spectra with all peaks and features and (b) a closer look at the 
atomic silicon line at 250 and 287 nm. .................................................................................90 
Figure 5-15. FTIR spectra acquired from PT3, PT5, and PT5P75: (a) absolute values for the 
full range and (b) the fingerprint region normalized according to Si-O-Si peak .................90 
Figure 5-16. Atomic percentages of silicon, carbon and oxygen acquired from XPS for PT3, 
PT5, and PT5P75. .................................................................................................................. 92 
Figure 5-17. Curve-fitting models applied to the Si 2p core peak spectra acquired from high 
resolution scanning of PT3, PT5, and PT5P75. .................................................................... 93 
Figure 5-18. component quantification of PT3, PT5, and PT5P75 determined through high 
resolution spectroscopy of Si 2p core peak. .......................................................................... 93 
Figure 5-19. FTIR spectra acquired from PT3, and PT3x3: (a) absolute values (b) normalized 
values according to Si-O-Si peak .......................................................................................... 95 
Figure 5-20. Atomic percentages of silicon, carbon and oxygen acquired from XPS for PT3 
and PT3x3. ............................................................................................................................ 96 
Figure 5-21. Curve-fitting models applied to the Si 2p core peak spectra acquired from high 
resolution scanning of PT3 and PT3x3. ................................................................................ 96 
xvi 
  
Figure 5-22. component quantification of PT3 and PT3x3 determined through high 
resolution spectroscopy of Si 2p core peak. .......................................................................... 97 
Figure 5-23. FTIR spectra acquired from PT5, PT5x3, and PT5x6: (a) absolute values (b) 
normalized values according to Si-O-Si peak ....................................................................... 97 
Figure 5-24. Atomic percentages of silicon, carbon and oxygen acquired from XPS for PT5, 
PTx3, and PT5x6. ................................................................................................................. 98 
Figure 5-25. Curve-fitting models applied to the Si 2p core peak spectra acquired from high 
resolution scanning of PT5, PT5x3, and PT5x6. ................................................................... 99 
Figure 5-26. component quantification of PT5, PT5x3, and PT5x6 determined through high 
resolution spectroscopy of Si 2p core peak. .......................................................................... 99 
Figure 5-27. Static contact angle for PT3, PT3x3, PT5, PT5x3, PT5x6, PT5P75, and PT7. 101 
Figure 5-28. Contact angle hysteresis measured for PT3, PT3x3, PT5, PT5x3, PT5x6, 
PT5P75, and PT5x6. ............................................................................................................ 101 
Figure 5-29. Droplet impact behavior on PT5x3 in 1.6 ms intervals. In this case, droplet 
volume is 10 µL and it falls towards the surface from a height of 30 mm. ......................... 102 
Figure 5-30. Impact time for various droplet volumes and impact heights for PT3, PT3x3, 
PT5P75, PT5, PT5x3 and PT5x6 ......................................................................................... 103 
Figure 5-31. Effect of precursor flow rate on ice adhesion strength for up to three cycles of 
icing/deicing. Ice adhesion strength values are presented on left and adhesion reduction 
factor values are presented on right. Ice adhesion strength of untreated Al-6061 is around 
350 kPa. .............................................................................................................................. 104 
Figure 5-32. Ice adhesion strength on PT3 and PT3x3 for up to 3 cycles of icing/deicing. Ice 
adhesion strength values are presented on left and adhesion reduction factor values are 
presented on right. Ice adhesion strength of untreated Al-6061 is around 350 kPa.......... 105 
xvii 
  
Figure 5-33. Ice adhesion strength on PT5 and PT5x3 for up to 5 cycles of icing/deicing. Ice 
adhesion strength values are presented on left and adhesion reduction factor values are 
presented on right. Ice adhesion strength of untreated Al-6061 is around 350 kPa.......... 105 
Figure 5-34. Effect of the number of passes on ice adhesion strength. Ice adhesion strength 
values are presented on left and adhesion reduction factor values are presented on right. Ice 
adhesion strength of untreated Al-6061 is around 350 kPa. .............................................. 106 
Figure 5-35. Ice adhesion strength on PT5 and PT5P75 for up to 3 cycles of icing/deicing. 
Ice adhesion strength of untreated Al-6061 is around 350 kPa. ........................................ 107 
Figure 5-36. Ice adhesion strength on PT5x3 for up to 10 cycles of icing/deicing. Ice adhesion 
strength of untreated Al-6061 is around 350 kPa. ............................................................. 108 
Figure 6-1. Static (left) and dynamic (right) contact angle measurements for PT3, PT5, and 
PT7 for up to 3 cycles of icing/deicing. ................................................................................ 111 
Figure 6-2. Static (left) and dynamic (right) contact angle measurements for PT3 and PT3x3 
for up to 3 cycles of icing/deicing. ....................................................................................... 112 
Figure 6-3. Static (left) and dynamic (right) contact angle measurements for PT5, PT5x3 and 
PT5x6 for up to 3 cycles of icing/deicing. ............................................................................ 113 
Figure 6-4. Static (left) and dynamic (right) contact angle measurements for PT5 and 
PT5P75 for up to 3 cycles of icing/deicing. .......................................................................... 114 
Figure 6-5. Static contact angle values for PT5x3 for up to 10 cycles of icing/deicing. ...... 114 
Figure 6-6. Advancing and receding angles (left) and contact angle hysteresis for PT5x3 for 
up to 10 cycles of icing/deicing. ........................................................................................... 115 
Figure 6-7. Ice adhesion strength values for PT5x3 graphed against 1+cos rec. ................116 
xviii 
  
Figure 6-8. Chemical composition of the coating for PT3, PT5 and PT7 before and after 3 
icing/deicing cycles. ............................................................................................................ 118 
Figure 6-9. Chemical composition of the coating for PT3 and PT3x3 before and after 3 
icing/deicing cycles. .............................................................................................................119 
Figure 6-10. Chemical composition of the coating for PT5, PT5x3 and PT5x6 before and after 
3 icing/deicing cycles (PT5 and PT5x6) and 10 icing/deicing cycles (PT5x3). .................. 120 
Figure 6-11. Chemical composition of the coating for PT5 and PT5P75 before and after 3 
icing/deicing cycles. ............................................................................................................ 120 
Figure 6-12. High resolution Si 2p core peak spectra acquired from PT3x3, PT5, PT5P75, 
PT5x3, and PT5x6 after 3 icing/deicing cycles (for PT3x3, PT5P75 and PT5x6), 5 
icing/deicing cycles (for PT5) and 10 icing/deicing cycles (PT5x3). ................................... 121 
Figure 6-13. SEM images of PT3 (a and d), PT5 (b and e), and PT7 (c and f) before and after 
3 icing/deicing cycles. ......................................................................................................... 122 
Figure 6-14. SEM images of PT3x3 before and after 3 cycles of icing deicing: (a) before icing 
1000x, (b) before icing (5000x), (c) before icing 10000x, (d) after icing 1000x, (e) after icing 
5000x, (f) after icing (1000x) .............................................................................................. 123 
Figure 6-15. SEM images of PT5 before and after 5 cycles of icing deicing: (a) before icing 
1000x, (b) before icing (5000x), (c) before icing 10000x, (d) after icing 1000x, (e) after icing 
5000x, (f) after icing (1000x) .............................................................................................. 124 
Figure 6-16. SEM images of PT5x3 before and after 10 cycles of icing deicing: (a) before icing 
1000x, (b) before icing (5000x), (c) before icing 10000x, (d) after icing 1000x, (e) after icing 
5000x, (f) after icing (1000x) .............................................................................................. 125 
xix 
  
Figure 6-17. SEM images of PT5x6 before and after 3 cycles of icing deicing: (a) before icing 
1000x, (b) before icing (5000x), (c) before icing 10000x, (d) after icing 1000x, (e) after icing 
5000x, (f) after icing (1000x) .............................................................................................. 125 
Figure 6-18. SEM images of PT5P75 before and after 3 cycles of icing deicing: (a) before icing 
1000x, (b) before icing (5000x), (c) before icing 10000x, (d) after icing 1000x, (e) after icing 
5000x, (f) after icing (1000x) .............................................................................................. 126 
Figure 6-19. Effect of UV exposure on surface morphology: (a), (b) and (c) 1 year of UV 
exposure; (d), (e) and (f) 2 years of UV exposure; (g), (h) and (i) 3 years of UV exposure; and 
(j), (k) and (l) 4 years of UV exposure. ............................................................................... 128 
Figure 6-20. The effect of various UV exposure durations on the atomic percentage of silicon, 
oxygen and carbon .............................................................................................................. 129 
Figure 6-21. High resolution spectra of Si 2p core peak for PT5x3 after various durations of 
UV exposure. ....................................................................................................................... 130 
Figure 6-22. The effect of various UV exposure durations on the silicon chemical states . 130 
Figure 6-23. Ice adhesion strength vs. years of UV exposure for PT5x3 ............................. 131 
Figure 6-24. Variation of static contact angle and contact angle hysteresis after up to 25 days 
of water immersion for PT5, PT5x3 and PT5x6. ................................................................ 132 
Figure 6-25. Atomic percentages of silicon, oxygen and carbon after various durations of 




LIST OF TABLES 
Table 1-1. Various water-based solid-phase materials that can form from liquid or gaseous 
water [6]. ................................................................................................................................. 3 
Table 3-1. Chemical composition of Al-6061. Values presented in mass percentage. ......... 45 
Table 3-2. Plasma conditions used for pre-treatment step. ................................................. 47 
Table 3-3. Plasma conditions used for coating deposition. .................................................. 49 
Table 3-4. Acquisition parameters for survey and high resolution XPS spectra.................. 53 
Table 3-5. Different siloxane species assumed to be present on the surface. The Q peak 
position is determined from the previous mesurements from a quartz sample and the energy 
shifts are taken from [197]. ................................................................................................... 55 
Table 3-6. Icing conditions used in the wind tunnel to create atmospheric ice on the samples.
 .............................................................................................................................................. 57 
Table 4-1. Atomic quantification of the porous structure compared to the aluminum control 
sample ................................................................................................................................... 69 
Table 5-1. Plasma conditions used for preparation of samples studied here. ...................... 85 
Table 6-1. Atomic percentage of silicon, carbon and oxygen on all samples before and after 
multiple icing/deicing cycles. .............................................................................................. 117 
Table 6-2. Various chemical states of silicon for different coatings before and after 











In the recent years, icephobic surfaces have gained a lot of interest due to their 
potentials in protection of power transmission networks, transportation infrastructure, and 
aerial vehicles. A unified definition of icephobicity does not exist in the scientific literature, 
but generally a surface which can resist the ice accretion in one way or another is considered 
to be icephobic. Some icephobic surfaces can reduce the adhesion strength between the 
accumulated ice and the surface, while others may be able to prevent or hinder ice 
accumulation. 
Generally, superhydrophobicity (i.e. very low adhesion force between liquid water 
and surface) is closely related to icephobicity. Water droplets are extremely mobile on such 
surfaces, leading to some unique characteristics that can be exploited for various 
applications. Due to this vast range of potential applications, superhydrophobic surfaces 
have become popular in the past few decades. Several methods have been developed for 
fabrication of superhydrophobic coatings. Among these methods, plasma surface treatment 
is a relatively new approach, with several advantages over more conventional methods, for 
surface modification of metallic and non-metallic substrates.  
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In this study, a two-step procedure is proposed for the development of 
superhydrophobic/icephobic coatings using atmospheric-pressure plasma. The first step is 
a plasma-based surface roughening procedure while the second step consists of plasma 
polymerization of an organosilicon precursor on the roughened structure. The effect of 
various plasma parameters on surface properties is studied and optimum plasma conditions 
for both steps are identified. Furthermore, in order to better understand the efficiency of 
these coatings in practical applications, the effects of various natural factors on surface 
characteristics is studied. 
1.2 PROBLEM DEFINITION 
Several countries around the world such as Canada, United States of America, 
Sweden, Norway, Russia and China contend with ice-related problems on a yearly basis. Ice 
accumulation during different atmospheric events, if not addressed swiftly and with 
precision, can lead to power shortages, driving and aviation accidents as well as significant 
life hazards. 
In the winter of 1998, a massive ice storm hit a large part of North-eastern North 
America including southern Quebec, South-eastern Ontario, and North-eastern New York, 
causing 28 related fatalities and destroying almost 1000 transmission towers, 35000 utility 
poles and enough wires and cables to stretch around the world three times [1,2]. This 
catastrophe left 4.7 million people in Canada and 500000 people in the United States 
without electrical power for up to a month [2]. The damages were estimated to be more than 
3 billion dollars [1], from which 1 billion dollar was spent on repairing the damage to the 
Canadian power companies, Hydro Quebec and Ontario Hydro (now known as Hydro One) 
[3]. 
By definition, any form of ice accumulation originated from the atmosphere is 
referred to as atmospheric icing [4,5]. However, depending on some climatic factors such as 
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wind speed, temperature or droplet dimensions, various forms of solid water with specific 
physical properties may form on the exposed structures. Table 1-1 and Figure 1-1 show some 
of these solid water phases along with their physical properties, their appearance, and their 
formation criteria [6]. It should be noted that different forms of ice affect the exposed 
structures to different extents. For instance, in contrast with glaze ice which can be very 
dense and adhesive to the surface, dry snow may be easily blown off without imposing any 
significant structural loads.  
Table 1-1. Various water-based solid-phase materials that can form from liquid or gaseous 
water [6]. 
Frost Sparse dendritic crystal structures; nucleates from the vapor phase via 
desublimation or condensation followed by freezing. 
Glaze Clear, dense, and hard ice; forms from freezing rain of large droplets with 
diameters ranging from 70 µm to even a few millimeters. 
Rime White, brittle, and feather-like ice that forms because of freezing of 
super-cooled droplets with diameters in the range of 5–70 µm 
originating from clouds or fog. 
Snow A mixture of ice and water. Snow is ‘dry’ when the air temperature is 
below -1 or -2 °C, but at temperatures closer to freezing point a thin layer 
of water covers ice, creating wet ice with properties between ice and 
water. 
Ice A brittle frozen state of water which can appear transparent or a more or 
less opaque bluish-white color depending on the presence of impurities 





Glaze ice is the most problematic form of atmospheric icing due to its density, 
hardness, and adhesion to the surface. The conditions used for ice accumulation in this study 
are therefore chosen in a way that favor glaze formation (see Table 3-6). In natural 
conditions, glaze ice is usually formed after an ice storm or a freezing rain. An ice storm 
occurs when a thin layer of moist and warm air is trapped between two layers of sub-zero 
cold air, one near the ground and the other one in the upper atmosphere. The snow which is 
originated in the upper layer will melt while passing through the warm layer and then super-
cools before hitting the ground. Super-cooled drops will freeze upon impact, forming a thick 
hard layer of ice on exposed structures (Figure 1-2) [2,3].  
 
Figure 1-2. Schematics of how a freezing rain occurs [2]. 
Figure 1-1. Appearance of 
water-based solid phases: 
(a) frost, (b) glaze, (c) rime, 
(d) snow and (e) ice 
 




To prevent failure, power companies try to build overhead lines and transmission 
towers that are capable of withstanding large icing events. This requires strengthened towers 
and costly lines, which will increase the construction and maintenance cost [5,7]. To avoid 
such excessive costs while being able to prevent the failure of power transmission network, 
a solution should be found to either remove the ice from the surface (active icing protection) 
or prevent its accretion from the beginning (passive icing protection). In this study, a passive 
icing protection method based on plasma treatment of Al-6061 surface is proposed and the 
efficiency of such method is studied.  
1.3 OBJECTIVES 
The general objective of this research is to develop a superhydrophobic/icephobic 
coating through an atmospheric-pressure plasma treatment procedure for protection of 
high-voltage overhead lines against atmospheric icing. The specific objectives are as follows: 
• Generation of a roughened structure through air plasma treatment: 
o  Identifying the transformation mechanism 
o Studying the role of plasma gas on the transformation 
• Deposition of hydrophobic materials on the roughened structure: 
o Studying the effects of various plasma parameters (precursor flow rate, 
ionization gas, plasma power, number of deposition passes) on surface 
properties (morphology, chemical composition, wetting, ice adhesion 
strength) 
• Evaluation of the coating performance in natural environments under the effects of 




1.4 ORIGINALITY STATEMENT 
Hexamethyldisiloxane (HMDSO) is one of the most common organosilicon 
precursors in atmospheric pressure plasma treatment. However, only a handful of studies 
have reported the development of a hydrophobic coatings by plasma polymerization of 
HMDSO. Even fewer studies have been dedicated to the icephobic properties of plasma-
polymerized organosilicon-based coatings. Since atmospheric pressure plasma 
polymerization is relatively cheap, safe, quick, and environmentally friendly, the procedure 
introduced here can be a suitable candidate for industrial production of icephobic surfaces 
on aluminum. To the best of our knowledge, such method currently does not exist. 
Furthermore, the pre-treatment process introduced and characterized in this 
research (Chapter 4) has never been reported before, and its potential applications can go 
well beyond the icephobic applications discussed here. This process can create a micro 
porous alumina-based surface structure which is highly hydrophilic, and may be used for 
several applications, e.g. as a priming step prior to water-based paint application on 
aluminum. 
1.5 THESIS OUTLINE 
To provide the reader with a general understanding of the thesis structure and what 
to expect, a brief overview of each chapter will be presented in this section. 
After a brief introduction to the problem at hand along with our proposed solution, 
chapter two presents a detailed literature review on some of the key concepts used in this 
research work. At first, the concepts of wetting, icing, superhydrophobicity, icephobicity and 
their correlation with each other will be reviewed. Then, the physics of plasma along with its 
commercial and non-commercial applications will be discussed. The applications of various 
plasma treatment methods in development of hydrophobic and superhydrophobic surfaces 
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will be discussed next. Finally, the interaction of electrical arcs with the surface and some 
surface modification methods through arc treatment will be reported. 
In chapter three, the experimental methodology used in this study will be described. 
Every instrument used for surface treatment or analysis will be reviewed in detail and the 
specifics of each experiment will be presented. 
In chapter four, the interaction between the aluminum surface and air plasma will be 
studied. The micro-porous surface structure resulting from air plasma treatment will be 
characterized and a phase transformation mechanism will be proposed. 
In chapter five, plasma deposition procedure will be discussed and 
superhydrophobic/icephobic coatings are developed and studied. The effects of some of the 
plasma parameters on general surface properties will be discussed and a modification to the 
plasma jet will be proposed. The effects of this modification on surface properties and 
plasma characteristics will also be reviewed. Subsequently, initial plasma conditions are 
identified and coatings based on these conditions will be studied regarding their chemical 
composition, surface topography, wetting behavior, and icephobic properties.  
In chapter six, the effects of multiple icing/deicing cycles along with ultraviolet 
exposure and water immersion on surface characteristics will be studied. 
In chapter seven, conclusions of this research work will be presented and a number 











In this chapter, a review of the relevant literature is presented to better understand 
the principals of the project and explain the basic concepts related to this work. First, 
fundamentals of plasma science will be introduced and some of the existing technologies for 
plasma surface treatment will be discussed. Then, the concepts of hydrophobicity, 
icephobicity and their inter-correlation will be presented. Finally, the applications of plasma 
technology in development of superhydrophobic surfaces will be reviewed followed by a 
discussion on a specific case of plasma-surface interaction. 
2.2 WETTING AND ICING 
2.2.1 FUNDAMENTALS OF WETTING 
Since the prehistoric times, natural superhydrophobic surfaces have been known to 
mankind. In ancient Egypt, lotus leaf was considered to be a symbol of purity and 
cleanliness, and thus sacred, due to its superhydrophobic and self-cleaning behavior [8,9]. 
However, it was not until the early-19th century that the scientific fundamentals behind the 
superhydrophobicity phenomena were established. In 1805, Thomas Young defined the 
concept of contact angle (Figure 2-1), and introduced a mathematical relationship between 
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the contact angle and the surface energies of various interfaces (Equation 2-1) [10]. Even 
today, his definition of contact angle and its derivatives are used to quantify the wetting 
behavior of a given surface. 
 





In Young’s equation, 𝜃𝑐 is the equilibrium Young contact angle and 𝛾 is the surface energy 
(expressed in energy over area units) for which the subscript denotes the relative interface. 
Young equation defines the concept of contact angle on an ideally flat and uniform surface. 
However, to formulate this concept on practical surfaces, the effect of surface topography on 
wetting behavior should be considered. In this context, in 1936, Robert Wenzel developed a 
mathematical model (Equation 2-2) for the behavior of a single water droplet on a 
roughened surface on which the water can penetrate the surface features (Figure 2-2a). This 
model is now known as the Wenzel wetting regime [11]. 
cos 𝜃𝑤 = 𝑟𝑠 cos 𝜃𝑐 (2-2) 
In Wenzel equation, 𝑟𝑠 is the roughness ratio, and is defined as the ratio of true area of the 
solid surface to the apparent area, while 𝜃𝑤 and 𝜃𝑐 refer to the apparent Wenzel contact angle 
and the equilibrium Young contact angle, respectively. Eight years later, Cassie and Baxter 
developed another model, assuming that the surface features are small enough that the 
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water penetration is prevented (Figure 2-2b). Their model is known as Cassie-Baxter wetting 
regime and the equation governing the contact angle in this case is known as the Cassie-
Baxter equation (Equation 2-3) [12]. 
cos 𝜃𝐶𝐵 = 𝑓𝑠(cos 𝜃𝑐 + 1) − 1 (2-3) 
In Cassie-Baxter equation, 𝑓𝑠 is the fraction of solid/liquid interface where the water droplet 
is in contact with surface, while 𝜃𝐶𝐵 and 𝜃𝑐 refer to the apparent Cassie-Baxter contact angle 
and the equilibrium Young contact angle, respectively. It should be noted that the Cassie-
Baxter regime is a quasi-stable state and tends to transform into Wenzel regime over time. 
However, the mechanism responsible for the penetration of liquid into the surface texture 
and the criteria involved in the transition between the two regimes are not yet fully 
understood [13,14]. 
Complete Wenzel or Cassie-Baxter regime is rare in occurrence, and usually a mixed 
state is observed where water partially penetrates the  roughness features on the surface [15]. 
 
Figure 2-2. (a) Wenzel wetting regime and (b) Cassie-Baxter wetting regime. 
As mentioned before, the above equations can generally be utilized in various 
applications. However, some studies have cast doubts on the generality of Wenzel and 
Cassie-Baxter equations and our current understanding of the criteria required for validity 
of each regime. It is proven that these models are only true when the drop size is infinitely 
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bigger than the roughness dimensions. Very small drops will become axisymmetric, even if 
the surface shows no sign of symmetry whatsoever [16]. Furthermore, Marmur et al. added 
an extra criterion for the validity of the Cassie-Baxter regime in relation to Gibbs free energy. 
They indicated that even if the dimension requirements are met for Cassie-Baxter regime 
without this extra criterion, Wenzel regime will still be dominant [17]. Brandon et al. 
demonstrated that two dimensional models, like Wenzel and Cassie-Baxter, are not truly 
accurate. They proposed a simulated method, which is claimed to be more accurate than the 
current models [18]. However, most studies on hydrophobic surfaces assume that these 
models are accurate enough to explain surface wettability behaviour. 
Young, Wenzel and Cassie-Baxter models all consider the contact angle of a water 
droplet resting on the surface, or static contact angle. Besides static contact angle 
considerations, dynamic contact angles and contact angle hysteresis (CAH) should be 
considered to fully characterize the wetting behavior on a surface. Dynamic contact angles 
are defined as the contact angles related to moving liquid fronts (interfaces). For instance, 
when a droplet is moving on a surface, the contact angle in the movement direction is 
referred to as the advancing contact angle and the contact angle on the opposite side is 
referred to as the receding contact angle (Figure 2-3). Contact angle hysteresis is defined as 
the difference between advancing and receding angles [19]. 
 
Figure 2-3. Dynamic contact angles on the interfaces of a moving droplet. 
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Some studies suggest that the concept of static contact angle should be reconsidered 
[20–24]. It is argued that every so-called static contact angle is in fact an advancing contact 
angle, and it should be treated as such. Others have claimed that although measurement of 
static contact angle is not easy, by giving the droplet enough time to reach the state of global 
minimum energy, in some cases it is possible to observe the ‘equilibrium’ droplet [25]. Either 
way, most studies in the literature refer to the contact angle measured for a drop at rest on 
a surface as static or stationary contact angle.  
Contact angle hysteresis is an important factor in roll-off behavior. Lower contact 
angle hysteresis usually means lower adhesion force between the droplet and the surface and 
easier sliding of the droplet on the surface [26]. Easy sliding of a liquid droplet on the surface 
has been proven to be an essential factor in many applications, notably self-cleaning surfaces 
and anti-icing applications [27]. In the roll-off phenomena, droplets will roll off the surface 
easily, absorbing dirt and external particles [28]. It has been even suggested that the contact 
angle hysteresis is a significant tool to fully realize the surface topography and that instead 
of maximum contact angle achievable, CAH should be taken into account [29]. 
2.2.2 SUPERHYDROPHOBIC SURFACES 
By definition a superhydrophobic surface is a surface for which the equilibrium water 
contact angle (WCA) is higher than 150° [30–33]. Some studies add the criteria of low 
contact angle hysteresis to the definition [34,35]. The concept of superhydrophobicity 
initially emerged from the investigation of natural surfaces with high contact angle and low 




Figure 2-4. (a) Lotus leaves in their natural habitat, (b) a water droplet on a lotus leaf and (c,d) 
SEM images of lotus leaves with different magnifications [37]. 
The superhydrophobic characteristics of the micro-nanostructured and wax coated 
surface of the lotus leaf was first studied by Dettre and Johnson in 1963 [38]. Since then, 
several other examples of natural superhydrophobic surfaces have been discovered. Figure 






Figure 2-5. Examples of natural superhydrophobic surfaces. On the left side, photos of a water 
droplet on a rice leaf (a), taro leaf (c), india canna leaf (e) and Chinese watermelon surface (g). 
On the right side, SEM images of the same leaves: rice leaf (b), taro leaf (d), india canna (f) and 
Chinese watermelon (h) [37]. 
It has been shown that the wax nano-crystals present on the leaves of Colocasia 
Eculenta (taro leaf) are capable of trapping air between a water droplet and the leaf surface 
[39]. Euphorbia Myrsinites, another plant native to Southeastern Europe and Asia Minor, 
has superhydrophobic leaves due to its hierarchically nano-structured leaf surface. Rice leaf, 
Chinese watermelon and India canna leaf are also known to be superhydrophobic [40]. 
Barthlott et al. studied 350 leaves through SEM imaging and showed that the hierarchical 
roughness on a leaf surface plays an important role in its self-cleaning effect [8]. For more 
information on natural superhydrophobic surfaces, see [8,27,37,40]. 
Water droplets roll freely on a superhydrophobic surface, carrying away any 
contamination, which is why superhydrophobic surfaces are usually considered to be self-
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cleaning [27]. During the past few decades, many studies have been done trying to mimic 
some of the structures observed on natural superhydrophobic leaves to develop artificial 
superhydrophobic surfaces, which can be useful in numerous applications. These 
applications range from textile industry to power network design and maintenance [34]. 
Many studies have been done on water-repellent self-cleaning fabrics [41–43]. Since 
icephobicity (i.e. low adhesion force between ice and the substrate) shows a correlation with 
superhydrophobicity [44], superhydrophobic coatings can be considered as a suitable 
candidate to reduce the ice accumulation on various structures, notably power network 
equipment [36,45–49]. Construction industry can benefit from the development of 
superhydrophobic surfaces for manufacturing self-cleaning windshields and windows 
[17,36,50,51]. In marine industry, superhydrophobic coatings can be used to develop anti-
fouling surfaces [52]. Finally, due to their potential in minimizing the liquid/surface contact 
area, hydrophobic and superhydrophobic surfaces can be used in anticorrosion application 
[40,53–55]. 
Many approaches and techniques can be utilized to impose superhydrophobic 
characteristics on various metallic and polymeric substrates. Sol-gel reactions [56–58], 
electrochemical deposition [59–61], layer-by-layer deposition [62–65] and spin coating [66] 
have been used to develop superhydrophobic surfaces. One of the most promising 
approaches for the development of superhydrophobic surfaces is plasma related techniques. 
Plasma surface treatment approaches are gaining popularity in many applications and 
therefore, many studies have been done on the applications of various plasma-based 
techniques in development of superhydrophobic surfaces.  
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2.2.3 ICEPHOBICITY AND ITS CORRELATION WITH SUPERHYDROPHOBICITY 
2.2.3.1 Concept of icephobicity 
As mentioned before, the formation, adhesion and accumulation of ice, snow, frost, 
glaze, rime and their mixtures can be hugely problematic in various industries. Several 
studies have investigated the development of functional coatings designed to address some 
of these icing-related issues. The term ‘icephobic coating’ is broadly used to refer to such 
coatings, but no conclusive definition for icephobicity exists in the literature. Some studies 
define icephobicity as low adhesion strength between ice and a solid surface [67–71]. In this 
case, ice adhesion strength can refer to shear stress [72,73] or normal stress [74–76]. Some 
other studies define icephobicity as the ability to prevent, delay or reduce ice accumulation 
[76,77].  
In a review focused on icephobicity (or pagophobicity as it is referred to in the 
manuscript), Sojoudi et al. present a broad definition based on the literature: 
[…] These different definitions of pagophobicity (icephobicity) correspond to 
different, although related, properties of anti-icing surfaces. Thus, anti-icing surfaces 
must display a comprehensive set of characteristics. Water in its solid form should 
be prevented or delayed in forming on such surfaces, or if formed, the rate of 
accumulation on the surface should be slowed down. Additionally, the adhesion of 
ice to the underlying substrate should be reduced, such that it can be easily removed. 
For engineering applications, these attributes are required for ice in its myriad forms. 
[6] 
Conventionally, superhydrophobic surfaces are suitable candidates for icephobic 
applications. This can be due to several properties that will be discussed in detail later. 
However, recent developments have led to a radically different class of ice-repellant surfaces 
which promotes droplet mobility on the surface. These surfaces, which are inspired by 
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Nepenthes pitcher plants, are created by infiltrating a micro/nano porous substrate with a 
non-freezing lubricating liquid to produce a thin, ultra-smooth lubricating layer that 
minimizes contact angle hysteresis and enhances droplet mobility [78–80]. Such surfaces, 
which are referred to as SLIPS (slippery liquid-infused porous surfaces), are shown to 
perform very well in humid conditions and after multiples freeze/thaw cycles. However, 
some studied have suggested that the mechanical integrity of the lubricating layer can be 
compromised under external forces, such as gravity [70]. Lubricating liquid can be gradually 
depleted due to capillary attraction or during deicing, leaving a micro/nano structured 
substrate which may lead to an increased ice accumulation compared to the untreated 
surface. 
2.2.3.2 Icephobic properties of superhydrophobic surfaces 
Conventionally, the development of icephobic surfaces is closely related to 
superhydrophobicity. Generally, wetting characteristics is studied to better evaluate the 
icing properties of a surface. Several studies suggest that superhydrophobic surfaces can 
exhibit icephobic behavior [5,36,45,46,48,49,81,82]. The concept of superhydrophobicity 
and water contact angle was introduced before. In this section the icephobic behavior of 
superhydrophobic surfaces along with the correlation between superhydrophobicity and 
icephobicity will be further discussed. 
As mentioned before, the concept of superhydrophobicity was inspired by the 
investigation of several natural surfaces. It was also observed that the water-repellency 
behavior of some natural superhydrophobic surfaces decreases drastically with temperature. 
For instance, hydrophobic properties of Lotus leaf deteriorates as the temperature 
decreases, while the wings of Morpho Nestira, a butterfly species native to south and Central 





Figure 2-6. Morpho Nestira (left) and a typical multi-level surface roughness observed on its 
wings (right). 
While hydrophobic coatings are shown to be able to reduce the ice adhesion strength 
to some extent, it has been unclear how this reduction correlates with various measurements 
of a superhydrophobic surface. This uncertainty was changed when a strong linear 
correlation was reported between ice adhesion strength and a water wetting related 
parameter  [69,84]: 
[1 + cos 𝜃𝑟𝑒𝑐] (2-4) 
This factor scales with the practical work of adhesion, which is the energy required to remove 
a water droplet from surface [85]. Meuler et al. studied the ice adhesion strength data from 
three separate studies (Meuler et al. [69], Dotan et al. [86] and Kulinich and Farzaneh [67]) 
performed on different sets of surfaces and found a strong linear relationship between ice 
adhesion strength and [1 + cos 𝜃𝑟𝑒𝑐] regardless of the ice deposition process and 




Figure 2-7. Compilation of average strengths of ice adhesion measured for: () 22 nominally 
smooth test substrates at -10 °C [69], () one textured test substrate at -8 °C [86] and () 10 
textured test substrates at -10 °C [67]. Figure reproduced from [69]. 
Recent studies show a correlation between superhydrophobicity and icephobicity 
[46,66,76,88–91]. It has been shown that a low contact angle hysteresis is a defining 
criterion in icephobicity [67,92,93]. Surfaces with low contact angle hysteresis showed lower 
ice adhesion strength along with longer delays in freezing times. This suggests that 
icephobicity is more likely to be achieved in Cassie-Baxter wetting regime. In fact, Meuler et 
al. have suggested that effective icephobic surfaces must resist transition to fully wetted 
Wenzel regime that may be brought about by the kinetic energy of impinging water droplets 
or by the condensation moisture from the ambient atmosphere within the micro and/or 
nano textures of the substrates [87]. In Cassie ice, the contact area between ice and substrate 
is significantly reduced, resulting in a reduction of ice adhesion strength, whereas in Wenzel 
ice, the real contact area is increased due to surface morphology, leading to an increase in 
total ice adhesion [6]. 
Recently, a few studies investigated this correlation and suggested that a 




(1) The heat transfer between the droplet and the surface is hindered by the 
insulation effect of the nano-structured roughness on the surface (Figure 2-8). In other 
words, the micro/nano structure on a superhydrophobic surface acts as an insulating layer 
on the interface to reduce the heat flux between the liquid and the substrate [46,66,89]. 
 
Figure 2-8. Transient temperatures of 4 μL water droplet freezing on a (a) hydrophilic, (b) 
hydrophobic, and (c) superhydrophobic surface [46]. The spikes in the temperature curves 
denote the latent heat of fusion and is used as a representative of freezing instant. 
(2) In a superhydrophobic surface, contact area between the surface and the water 
droplet is significantly smaller and therefore, less potential nucleation points are present on 
the surface. In other words, lower contact area results in higher activation energy for 
nucleation and growth of the ice crystals. It has been shown that for a superhydrophobic 
surface, the contributions of solid/liquid interface to the solidification process are negligible 
[46], i.e. homogeneous nucleation, which is known to have significantly higher activation 
energy, is dominant. Moreover, smaller contact area can lead to lower heat transfer area 
between the droplet and the surface, which subsequently delays the freezing point [76]. 
(3) Unlike hydrophilic surfaces, water droplets are extremely mobile on a 
superhydrophobic surface and will rebound upon impact (Figure 2-9). The time for which 
the water droplet is in contact with the surface before rebounding on a superhydrophobic 
surface is called the droplet rebound time or shedding time. Mishchenko et al. used high 
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speed video camera to study the impact mechanism and rebound time on several 
morphologies [94]. They showed that the droplet rebound time can be as short as 20 ms in 
some cases. If the drop rebound time is smaller than the time needed for ice nucleation, then 
it can be expected that the ice formation is reduced or prevented [88,91,94,95]. 
 
Figure 2-9. Sequential images of the dynamic behavior of 15 µL droplets impacting cooled 
(Tsubstrate < 0 °C) horizontal surfaces from a 10 cm height. Images from top to bottom depict 
droplet impact, maximum spreading (rmax), maximum retraction (rmin), and freezing [94]. 
Although the correlation between superhydrophobicity and icephobicity is often 
expressed in the literature, several case-dependent factors exist that can increase the ice 
adhesion strength and thus weaken the icephobic characteristics on a superhydrophobic 
surface. Unfortunately, most of the studies done in this regard only report the 
superhydrophobicity and/or icephobicity of the surface, and only a few studies have been 
done on the stability of such surfaces under various conditions such as UV exposure or 
icing/deicing cycles. For practical applications, the surface should sustain different natural 
environments, from severe sub-zero weather conditions and freezing rains in winter to 
extreme UV exposure and hot weather in summer. It is well known that most of the current 
22 
  
coatings will degrade after exposure to several icing/deicing cycles [46,68,78,96]. Ice build-
up and subsequent shedding can destroy the micro/nano-structured roughness on the 
surface as well as altering the chemical composition of the coating. Therefore, assuming the 
wide application of such surfaces in outdoor environments, the icephobic characteristics will 
diminish over time. Another issue which must be addressed is the effect of humidity on the 
performance of icephobic coatings. Water condensation in humid conditions can degrade 
the hydrophobic behavior of a surface by covering the roughness features with water and 
increase the liquid-solid contact area. Similarly, it was shown that in icephobic applications, 
frost formation in a supersaturated environment prior to freezing is of significant 
importance (Figure 2-10) [68,71,78,97]. Before the water solidification, frost can cover the 
micro/nano structure on the surface, thus reducing the hydrophobicity of a surface and 
increasing the ice adhesion strength. In this case, ice adhesion strength was shown to 
increase linearly with surface area, suggesting that frost can cover the whole structure, 
including post tops, side walls and valleys [71]. 
 
Figure 2-10. ESEM images of frost formation on a superhydrophobic surface. The surface is 
maintained at a temperature −13 °C [71]. 
An alternative strategy has been suggested to simultaneously utilize 
superhydrophobic surfaces along with deicing methods to mitigate the effect of humidity on 
the icephobic properties of superhydrophobic surfaces. Antonin et al. have shown this 
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combined strategy can reduce the energy required to avoid ice accumulation on airplane 
wings by up to 80% [91]. 
At this point, it should be noted that some materials have proven to prevent ice 
accumulation by reducing the freezing point and/or maintaining a liquid film between the 
ice and the substrate and thus facilitating the ice shedding process. Although these materials 
are not considered to be “icephobic” in the conventional sense, they can be used in various 
instances where ice accumulation occurs over a relatively short period. During the past few 
decades, several groups of materials have been used as ice prevention measures [98,99]. 
Monohydric alcohols, such as methyl alcohol have been used regularly to prevent icing 
events in aircraft parts. However, they are corrosive and highly volatile liquids, and therefore 
should be reapplied frequently [99]. Polyhydric alcohols, such as glycols, are more suitable 
because while still corrosive, they exhibit higher stability in higher temperatures [99]. Some 
soluble salts, such as nitrous acid salts can also be used to reduce the freezing point of water 
on an exposed surface.  
2.3 PLASMA 
Plasma is generally defined as the fourth state of matter, the other three being gas, 
liquid and solid. From a purely physical point of view, plasma is a mixture of ions (positive 
and negative), free electrons, and neutral species. It can be created by applying a 
considerable amount of thermal or electromagnetic energy to a gas, thus ionizing the gas 
atoms and molecules. Naturally occurring plasmas account for more than 95% of the 
observable universe (excluding dark matter and dark energy), making plasma the most 
common state of matter in the universe. Terrestrial plasmas, i.e. plasmas that occur 
naturally on earth, such as lightnings or polar winds, are more scarce. To generate a 
synthetic plasma on earth, enough energy must be applied to a gas to sufficiently ionize the 
gas atoms and/or molecules. This energy is usually provided by an electric source, which can 
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be direct current (DC), low frequency (LF), radio frequency (RF), or microwave frequency 
(MW) [100,101].  
Over the last decade, research in plasma science and technology has led to a wide 
range of potential applications. Thousands and thousands of research papers are published 
each year on both fundamental and technological aspects of plasma science. In medicine for 
instance, plasma treatment can be used for wound management, tumor treatment, tissue 
engineering, and equipment sterilization [102–105]. Some studies have also used plasma 
treatment as an environmentally friendly alternative to chlorine washing for 
decontamination of food products [106–108]. Through surface functionalization (i.e. 
grafting of new functional groups on the treated surface), plasma technology is further being 
used to improve polymer surface properties by exposing them to reactive gases plasmas (like 
O2, N2, NH3 and H2O) [109]. Plasma treatment is used in electronics industry in a wide range 
of applications, from adhesion promotion and cleaning to the deposition and etching of thin 
films [110]. Plasma reactions have also been used for plastic and nuclear waste disposal [111], 
nitriding or carburizing of steels [112] and sintering acceleration [113,114].  
In all the examples listed above, the process dynamics can judiciously be controlled 
through fine-tuning of the plasma properties. This includes the number density and 
temperature of all plasma-generated species. When all particles (ions, electrons, and 
neutrals) contained in the plasma interact significantly with each other by collisions, a 
unique temperature T can be used to describe the plasma. In those systems generally 
characterized by high number densities of charged particles and high temperatures, the 
plasma properties are driven by thermodynamic equilibrium equations and the plasmas are 
usually referred to as thermal plasmas. On the other hand, when the interaction between all 
species becomes less important, thermodynamic equations can no longer be applied. Plasma 
properties must now be obtained by solving the particle and energy balance equations of 
each species. Since electrons are significantly lighter than atoms and ions, the electron 
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temperature in such systems is generally much higher than the ion and neutral 
temperatures. Such plasmas are referred to as non-thermal plasmas or cold plasmas. 
In the next two sections, non-thermal plasmas are categorized based on the gas 
pressure in which they are generated. The advantages and disadvantages related to each of 
these categories along with the different technologies for their production are discussed. 
Furthermore, the specific applications of non-thermal plasmas at low and atmospheric 
pressure are presented. 
2.3.1 LOW-PRESSURE PLASMAS 
Low-pressure plasmas are typically generated under controlled environment in a 
vacuum chamber using DC, kHz, RF or MW electric fields. Depending on the experimental 
conditions, these plasmas can lead to a uniform treatment of various shapes and geometries, 
2D or 3D. Furthermore, since low pressure plasmas are typically characterized by neutral 
gas temperature close to 300 °K, they can be used for the treatment of heat-sensitive 
substrates such as polymers and biomaterials. For instance, several studies have been done 
on the treatment of cancerous cells using low-pressure plasmas [102]. It has been shown 
that the significant presence of nitrogen and oxygen reactive species can improve the cellular 
response in tumor cells. It has also been reported that low-pressure oxygen plasma 
treatment can be used for sterilization of medical equipment [115]. Another study has used 
various combinations of N2 and O2 low-pressure plasmas to modify the surface topography 
of PET samples [116]. 
However, the requirements for a vacuum chamber significantly increases the process 
costs associated with low-pressure plasmas. In particular, the size of the vacuum chamber 
must increase with the size of the sample such that the treatment of very large objects 
requires very large (and thus very expensive) vacuum pumps. In addition, the long pumping 
times required to obtain either a good base pressure or the required operating pressure 
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prevents any continuous, in-line materials manufacturing. Consequently, the main 
applications of low-pressure plasmas are limited to markets relying on the treatment of 
small-volume of high-added value products. This includes, for example, batch-like 
deposition and etching of thin films in the semiconductor industry. 
2.3.2 ATMOSPHERIC-PRESSURE PLASMAS 
An atmospheric-pressure plasma is a plasma in which the gas pressure 
approximately matches the pressure of the surrounding environment. Such plasmas have a 
significant technical advantage over those operating at low pressure, since no reactor vessel 
is required for plasma ignition and maintenance. Therefore, they can be directly used in 
production lines without the need for cost-intensive vacuum chambers and vacuum pumps. 
However, due to the open-air configurations, plasma treatment of oxidation-sensitive 
materials becomes limited.  
Over the years, several technologies and configurations have been developed to 
generate and maintain a cold plasma under atmospheric-pressure conditions. Each one of 
these configurations have their own specific physical and chemical characteristics, making 
them preferable in some applications rather than others. 
One of the most common technologies currently being used is dielectric barrier 
discharges, usually referred to as DBDs. It was first reported in the mid-19th century as an 
electric discharge between two electrodes in which one or both electrodes are covered with 
a dielectric material (Figure 2-11). DBDs are typically very cold with neutral gas 
temperatures close to 300 K [117], therefore, such plasmas can be used on heat-sensitive 
substrates. For example, DBD treatments have been investigated for decontamination of 
fresh vegetables as a more environmentally friendly alternative to chlorine washing 
[107,108]. Some authors have also used DBDs for the functionalization of wood samples 
[118,119]. Furthermore, it has been suggested that using a nitrogen based DBD on chronic 
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or infectious wounds on human skin can increase the micro circulation and control the 
infection [105]. 
 
Figure 2-11. Schematics of a DBD reactor from Wikipedia (left) and a dielectric barrier 
discharge between an electrode and human skin (right) [105]. 
Another common technology is atmospheric-pressure plasma jets, or APPJs. In a 
typical plasma jet, working gas (sometimes referred to as the ionization gas) is injected into 
the jet where ionization occurs. Plasma will then pass through a jet head and then expands 
into the ambient air where plasma-substrate interaction occurs (Figure 2-12).   
 
Figure 2-12. Schematics of an APPJ (left) and APPJ treatment on a flat sample (right) [120]. 
Depending on the process parameters, the neutral gas temperature in APPJs can be 
tuned from 300 K up to a few thousands K. Like DBDs, “cold” APPJs can be used to 
decontaminate food products. One specific study by Hertwig et al. used an APPJ to 





Bacillus subtilis bacteria is reduced significantly after plasma treatment [106]. On the other 
hand, APPJ can also be used to generate “hot” plasmas which can in turn include thermally-
activated processes. For example, Chien et al. developed an APPJ system for removal of 
structure-directing agents (SDAs) from as-synthesized zeolite, and showed that the effect of 
APPJ treatment over a period of 60 seconds is comparable to that of thermal calcination 
over a period of 5 hours [114]. They suggest that the removal process is accelerated by 
disintegration of SDAs in the zeolite structure due to the high-energy collisions between 
plasma-generated species and SDA molecules. APPJs have also been used to accelerate the 
sintering process in some powders. For example, it has been shown that APPJ treatment can 
accelerate TiO2 sintering and reduce the time needed from 15 minutes for conventional 
calcination at 510 °C to 60 seconds [113]. 
When sustained in the presence of a precursor, non-thermal plasmas (DBDs or 
APPJs) can also be used for the deposition of functional coatings on surfaces. In plasma 
deposition, high-energy particles collide with a larger monomer compound, breaking its 
chemical bonds and disintegrating the molecules. These broken chemical functions, which 
may not be stable in typical process conditions, can then be deposited on the surface [101]. 
For example, El-Shafei et al. have used a non-thermal glow discharge at atmospheric-
pressure to break the bonds in the long chains of a fluorocarbon polymer, depositing 
fluorocarbon functions on a cotton surface and creating a hydrophobic and oleophobic fabric 
[121]. Various parameters can affect the coating characteristics, and therefore adjusting the 
process parameters can vastly change the result. For example, it has been shown that by 
changing the working gas, the wettability of the surface can be tuned from superhydrophilic 
to superhydrophobic [122]. Due to their high controllability, relatively low cost, low 
pollution levels, and short treatment time, non-thermal plasmas at atmospheric pressure 
are becoming a relatively popular surface treatment method for the deposition of thin films 
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relevant for several applications, including in the auto industry [123], marine industry [124], 
wood industry [119], and photovoltaic industry [125]. 
2.4 PLASMA-SURFACE INTERACTIONS FOR SUPERHYDROPHOBIC 
APPLICATIONS 
As mentioned before, reactive particles in a plasma can be utilized in several ways to 
modify the surface properties of various materials. In superhydrophobic applications, two 
major surface characteristics are of outmost importance: (1) surface chemical composition 
and (2) surface topography. In this regard, plasma surface treatment methods have gained 
a lot of interest due to their capability of imparting the two characteristics simultaneously. 
In this section, plasma surface treatment methods are divided into four categories. Etching 
is primarily used for surface roughening, but it can also alter the chemical composition of 
the surface. On the other hand, sputtering and polymerization are mainly used for 
deposition of thin films of hydrophobic materials, but by carefully adjusting the plasma 
parameters these films can be roughened to some degree. In the final part of this section, 
the physical interactions between an electrical arc and the surface will be discussed. To the 
best of our knowledge, arc treatment is not a common method for development of 
superhydrophobic surfaces. However, since this process has been extensively used in this 
study, a brief review of the literature will be presented. 
2.4.1 PLASMA ETCHING 
Plasma etching is the process of selective physical or chemical removal of materials 
from a surface by reactive plasma radicals. Certain plasma particles react with certain atoms  
[126] or certain phases [31] on the surface and reaction products are ejected from the surface 
as gaseous or atomic compounds. For example, oxygen plasma is mainly used in etching of 
organic materials, where oxygen reacts with carbon and hydrogen and produces gaseous 
carbon dioxide, carbon monoxide and water [126]. 
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In etching processes, a photo-resistant mask can be used to protect parts of the 
surface from exposure to the etching medium [126]. Since this process is mostly governed 
by particle collisions, plasma etching is typically done in low-pressure plasmas. In 
conventional or wet etching methods, various chemical reactions are utilized to selectively 
remove the materials exposed to the solvent. However, wet etching has several 
disadvantages compared to plasma etching. Unlike plasma etching, wet etching can be 
problematic for roughening of thin films. Besides, solvents or the product solutions may be 
environmentally hazardous, and should be safely disposed according to numerous standards 
and regulations which will in turn increases the operation costs [101,126]. Plasma etching 
on the other hand, is a dry and precise technique without the serious limitations of 
conventional etching methods [126]. 
Plasma etching is based on selective erosion. Usually one phase or compound reacts 
more readily with plasma gas and therefore, etching rate is different at various locations on 
the surface. If the coating is completely uniform, i.e. the erosion rate is similar for all 
locations, a photo-resistant mask may be used to cover some and expose other locations. It 
has been shown that the same effect can be achieved by deposition of photo-resistant micro 
or nano-structures prior to etching. For instance, polystyrene (PS) micro-beads have been 
deposited on a glass substrate through various chemical techniques prior to plasma etching 
with oxygen plasma [127,128]. Oxygen erodes the glass phase more readily, leading to a 
roughened structure with valleys in between the beads. PS beads may be washed away later 
with a solvent, fully exposing the micro roughness structure on the glass. 
The most common application of plasma etching in development of 
superhydrophobic surfaces is to generate a micro/nano scale roughness on the surface. This 
roughened structure may be used as a substrate for further deposition steps [129,130]. For 
this purpose, oxygen plasma is of significant importance since it can be used to efficiently 
remove organic functions from the surface. Several studies have reported successful etching 
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of surface structures on various organic compounds such as polycarbonate, poly(ethylene 
tetraphalate), polypolyurethane, poly(propylene) and cellulose paper using oxygen plasma 
etching (Figure 2-13). It has been shown that by adjusting various plasma parameters, such 
as treatment time, gas pressure, gas composition and plasma power, surface topography can 
be essentially adjusted to a significant degree [51,131,132]. 
 
Figure 2-13. Scanning electron microscopy (SEM) pictures (top and tilted views) of untreated 
and plasma textured PC at different processing time, at 100W RF power [129]. 
Plasma etching can also be used as an stand-alone treatment procedure to develop 
roughness on low-surface-energy materials, thus improving their hydrophobic behavior. In 
this case, PTFE as a substrate is of great interest, since it is a common hydrophobic material 
which can be easily eroded by oxygen plasma [133–135]. It has been shown that oxygen 
uptake on the PTFE surface during the treatment process with sufficiently high plasma 
power is almost nonexistent even after 3 hours treatment time, and thus the amount of polar 
oxide hydrophilic groups deposited by oxygen plasma etching is negligible [114,133,135,136]. 
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On the other hand, nitrogen or argon plasmas have proved to be ineffective at best in etching 
of PTFE [135,137].  
In some cases of plasma etching, fluorine-based gases can be used for simultaneous 
roughening and functionalization of the surface structure. Fluorine based groups deposited 
on the surface during plasma treatment can further decrease the surface energy, thus 
improving surface hydrophobic behavior. Technically, such process is different from 
polymerization in the sense that it involves covalently binding plasma species to the surface, 
rather than physical deposition of hydrophobic materials [138]. For instance, one of the 
most common gasses for simultaneous etching and functionalization is tetrafluoromethane 
(CF4), which is considered to be an etching gas since it does not readily polymerize on the 
surface [51,128,130]. However, a significant amount of fluorocarbonic groups are typically 
observed on samples etched with CF4 (Figure 2-14) which can contribute to the surface 
hydrophobic behavior [133,139,140]. 
 
Figure 2-14. A comparison of the two as-deposited XPS results for functionalization and 
sputtering of PTFE like thin films. The XPS spectra are normalized to the CF2 peak [141]. 
Due to its simultaneous roughening and functionalizing effect, it has been shown that 
CF4 plasma treatment is more efficient in development of superhydrophobic surfaces 
compared to other common plasma gases, such as SF6, Ar, N2 and O2 [122,133,134]. Its 
advantage is not always due to the higher roughness, but also to the lower surface energy 
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resulting from surface functionalization. In fact, it has been shown that oxygen plasma 
treatment will lead to a slightly higher roughness on PTFE samples compared to CF4 with 
the same treatment time, but higher contact angles can be achieved with CF4 plasma 
treatment [133].  
2.4.2 PLASMA SPUTTERING 
Sputter deposition is a PVD (physical vapor deposition) thin film deposition method 
which involves the ejection of material from a ‘target’ onto a ‘substrate’. In plasma 
sputtering, ejection is mostly driven by high energy collisions between plasma species and 
target molecules, therefore plasma sputtering is typically carried out in low-pressure 
plasmas. 
 To initiate plasma sputtering, the coating material (target) and substrate are placed 
as cathode and anode in a plasma reactor, respectively. A feed gas (e.g. argon) is injected 
between the electrodes and a voltage in the range of 100 V to several kV is applied. Positively 
charged ions from the plasma strike the negatively charged target with high energy, thus 
disintegrating atoms or molecules from the cathode surface. Ejected atoms are then 
transported in the gas phase and eventually settle on the surface of the substrate, forming a 
thin film based on the target material [112]. Compared to conventional coating techniques, 
sputtering is a simple, environmentally friendly and time saving process which results in 
relatively adhesive films [141]. It is also not limited by the melting point of the coating 
materials [112] and is capable of forming multicomponent thin films (e.g. alloys) on various 
substrate [126].  
Polytetrafluoroethylene (PTFE) is one of the most common materials in sputtering 
technology for development of hydrophobic and superhydrophobic coatings. In this case, 
plasma sputtering is of significant interest because PTFE does not exhibit some essential 
properties required for other deposition methods. It does not dissolve readily in any solvent 
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and its vaporization temperature is more than 400 °C [30]. Therefore, sputtering is one of 
the few methods available for the development of PTFE based thin films.  
Argon is one of the most common gasses used in plasma sputtering [142–145]. 
Occasionally other inert gases like neon and helium may be utilized, but it has been shown 
that the deposition rate increases with the atomic mass of plasma gas, and therefore 
deposition rate is generally higher with argon [144]. Inert gasses are preferable for plasma 
sputtering, since they can minimize the amount of undesirable deposition on the substrate. 
For instance, using nitrogen as the feed gas in plasma sputtering leads to a significant 
deposition of nitrogen species on the surface, such as C-N-F or C-N [143]. 
In plasma sputtering, similar to the case of plasma etching and plasma 
polymerization, the properties of the deposited film can be adjusted by modifying the plasma 
parameters. For instance, it has been shown that by increasing the gas pressures in plasma 
sputtering of PTFE, roughness of the deposited film and the deposition rate of CF3 and CF 
functions are increased [145–147]. This correlation can be exploited to develop coatings with 
different levels of roughness, which are specifically suitable for hydrophobic applications 
[57]. 
2.4.3 PLASMA POLYMERIZATION 
Plasma polymerization refers to the deposition of polymeric films through 
dissociation of a monomer in a plasma and subsequent deposition and polymerization of the 
species on the substrate surface [101]. This process is capable of forming ultra-thin films 
with suitable mechanical properties [148,149], can be used for monomers that do not 
polymerize under normal conditions [150,151] and is environmentally friendly [42,148]. 
Depending on the gas pressure, plasma polymerization can be divided into two categories: 
(1) low-pressure plasma polymerization and (2) atmospheric-pressure plasma 
polymerization. The former tends to generate more homogeneous films with less impurities. 
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It is also considered to be environmentally friendly due to significantly less amount of 
process gases involved [152]. On the other hand, atmospheric-pressure plasma 
polymerization can be advantageous due to its lower energy consumption, shorter 
processing times, lack of need for vacuum equipment and considerably higher growth rates 
[153–155]. 
Several materials can be used in plasma polymerization, but in superhydrophobic 
applications it is essential to consider materials with low surface energy. Two major groups 
of such materials exist in the literature, fluorocarbons and organosilicons, which will be 
discussed here. 
2.4.3.1 Fluorocarbons 
Fluorocarbons are well known for their low surface energy attributed mostly to CF2 
and CF3 groups. Hare et al. showed that the surface energy of hydrofluorocarbon groups 
decreases in the following manner [156]: 
CH2 > CH3 > CF2 > CF3 
It has also been shown that higher fluorine content in a coating correlates to a higher 
contact angle and improved wetting behavior [157]. Thus, fluorocarbons are among the most 
common choices for development of superhydrophobic surfaces [158]. However, their usage 
is severely limited due to some environmental concerns [159,160], since many fluorinated 
compounds and their production by-products are known to be carcinogens.  
Polytetrafluoroethylene (PTFE), well known through its commercial name, Teflon, is 
a hydrophobic and low-friction surface widely used in the manufacturing of household 
items. Due to its solid state in room temperature, PTFE is not generally considered as an 
appropriate option for plasma polymerization. However, thin films with chemical 
compositions close to that of PTFE (Figure 2-14) have been developed through application 
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of high evaporation temperatures [161] or using tetrafluoroethylene (TFE) as a precursor 
[32]. 
In plasma polymerization, plasma parameters can be adjusted to achieve various 
functionalities in the coating. One of the most important factors in plasma polymerization 
is the plasma generation power. As the generation power increases, a higher degree of 
molecular fragmentation can be expected, which can increase or decrease the presence of 
some radicals in the plasma. In the case of fluorocarbons, it has been shown that the amount 
of CFx species decreases as the power increases [130,162,163], which is consistent with the 
higher fragmentation observed with higher plasma powers.  
2.4.3.2 Organosilicons 
As mentioned before, the use of fluorocarbons in development of superhydrophobic 
surfaces through plasma polymerization is limited due to some environmental issues [160]. 
Therefore, other groups of potential monomers, specifically organosilicons, have been 
considered for superhydrophobic applications. Although the surface energy of CH3 and CH2 
groups, to which the hydrophobicity of organosilicons is attributed, is not as low as that of 
fluorine-based groups [164], organosilicon based polymers are considered as an 
environmentally friendly alternative to fluorine based polymers for hydrophobicity 
applications [150,165,166].  
In plasma polymerization of organosilicons, the presence of oxygen is of great 
importance [26,129,167]. Oxygen in the feed gas may result in an abundance of polar and 
hydrophilic SiOx groups in the deposited coating, which will adversely affect the hydrophobic 
behavior of the surface. It has also been suggested that oxygen atoms in the plasma can react 
with the deposited carbon and decrease the number of organic groups on the surface [26]. 
Similar to the case of fluorocarbons, plasma power has a significant effect on the 
surface properties of polymerized silicon-based coatings. Increasing the plasma generation 
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power increases the fragmentation degree of precursor molecules, which can drastically 
change the chemical composition of the plasma and several surface properties. Specifically, 
in the case of hexamethyldisiloxane (HMDSO), it has been shown that since the energy 
required to break Si-C bond (318 kJ/mol) is less than the energy required to break Si-O bond 
(452 kJ/mol), higher plasma energies will lead to more polar oxide functions on the surface, 
which will in turn decreases the surface hydrophobicity [48,168]. 
On the other hand, the effect of plasma power on surface properties in plasma 
polymerization of organosilicons can depend on the availability of monomer molecules in 
the plasma. It has been suggested that increasing the presence of monomer in the plasma 
will generally lead to higher contact angles [169]. This is due to an increase in the number 
organic groups in the plasma with increasing the monomer percentage. However, if the 
generation power is not sufficient to disintegrate enough precursor molecules, increasing 
the monomer percentage will have no effect on surface properties. It was argued that a 
critical monomer percentage exists, below which the influence of concentration is dominant 
on the surface morphology and chemical composition [168]. If the concentration is increased 
above this amount, plasma power will become the controlling parameter. 
2.4.3.3 Other Precursors 
Although studies on plasma polymerization for superhydrophobic surfaces are 
mainly focused on the fluorocarbons or organosilicons, some works have considered the use 
of other precursors to generate water-repellent surfaces. These precursors can be used with 
more conventional precursors as improving agents, or they can be used as the sole precursor. 
HMDSO is an ideal precursor for superhydrophobicity applications for several reasons. 
However, compared to more conventional fluorocarbons, higher surface energy of HMDSO 
results in weaker wetting properties. Several studies have been done to address such issues. 
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For instance, it’s been shown that toluene may be used in combination with HMDSO to 
improve the surface hydrophobicity of organosilicon based coatings [170,171].  
Hydrocarbon groups, and especially methyl groups, are responsible for the 
hydrophobic behaviour of some coatings. Hence, one might expect that hydrocarbon gases 
themselves can be used in plasma polymerization processes to develop hydrophobic and 
superhydrophobic surfaces. Indeed, several hydrocarbon gases, like methane [172–174], 
acetylene [175,176] and propane [176] have been used to develop hydrophobic thin films. 
Some studies have investigated the addition of fluorocarbons to the hydrocarbon gas 
[172,176], and as it can be expected fluorine-based groups deposited on the surface can 
further enhance the hydrophobic behaviour. 
2.5 ARC-SURFACE INTERACTIONS 
2.5.1 PLASMA-TRANSFERRED ARCS 
As mentioned before, plasma is electrically neutral in bulk due to the equal number 
of positive and negative charges, but for all intents and purposes its electrical conductivity 
can be considered infinite. This unique characteristic can give rise to the so-called plasma-
transferred arcs, or PTAs, where an electric arc is formed between an electrode and the 
sample being exposed to the plasma. The formation of this arc is facilitated by the high 
conductivity of the plasma column, and therefore the nature of the working gas has a 
significant effect on the intensity of the electric arcs.  
PTAs are extensively used in welding or alloy deposition [177–180]. In such 
processes, typically the arc energy is used to melt the surface of the working piece with high 
precision and controllability. Furthermore, a metallic powder may be injected into the 
plasma for fabrication of alloys and multi-phase compounds on the surface. Compared to 
some of the common techniques for welding, such as thermal spraying or laser cladding, 
PTAs exhibits significantly faster deposition rates with fewer limitations on the material 
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choice. Since the plasma-arc possesses an extremely high temperature (over 50,000 °K) and 
a relatively high density of energy (105 - 106 W/cm-2), a high heating rate and a thin treated 
layer can be obtained, which may be compared with laser surface treatment. However, 
unlike laser treatment, PTAs are independent of surface optical reflectivity and are more 
energy efficient [180]. 
PTA deposition has been used for development of metal matrix composite (MMC) 
coatings. Since the 80s, molybdenum, carbide, boride, nickel, and cobalt based powders 
have been studied extensively in PTA deposition on steel surfaces due to their hardness and 
wear resistance [178–182]. Similar MMCs have been fabricated with aluminum matrix and 
boron, graphite, nickel, copper, SiC or Al2O3 as the reinforcing phases. It has been shown 
that these composites can improve the wear resistance and hardness of aluminum, mostly 
due to the formation of intermetallic phases, such as Al3Ni, Al3Ni2 or Cu2Al [183]. 
In the past few decades, PTA deposition process has been studied extensively, but 
the effects of electric arcs on the surface in the absence of metallic powders is mostly 
unknown. Moshkovith et al. used an arc treatment procedure for preparation of micro-
valleys on the surface of steel substrates (Figure 2-15) [184]. These valleys were then filled 
with solid lubricants (MoS2/WS2) to improve the wear resistance of steel surface.  
 
Figure 2-15. The erosion spots on the surface of steel sample (left) and a single dimple on the 
surface of steel (right) [184]. 
5 µm 250 µm 
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As mentioned before, the energy density and temperature in PTAs can be compared 
to that of a laser beam. Since laser ablation is a well characterized process, particularly in 
terms of modeling, some similarities may be drawn between arc/surface interactions and 
laser/surface interactions. 
2.5.2 LASER ABLATION 
Laser ablation, i.e. the ejection of material from a target following irradiation by 
short, energetic bursts of light, is a well-known phenomenon and a widely used technique 
for many applications such as thin film deposition, surface cleaning, micromachining, 
nanoparticle production, etc. [185]. It has been shown that the physical phenomena taking 
place during laser/surface interaction strongly depends on beam fluence (energy, expressed 
as J/m2) and pulse duration, from femtoseconds to picoseconds to nanoseconds [186,187]. 
Since metal melting and re-deposition occurs in the nanoseconds regime, femtosecond laser 
pulses do not produce any molten metal and the physical interaction between the surface 
and the laser is ‘clean’ [188]. On the other hand, longer pulse durations may lead to the 
formation of molten metal, introducing new mechanisms which may give rise to some 
unique surface features. 
2.5.2.1 Femtosecond pulses 
By using ultra-short pulse durations, formation of molten metal may be avoided since 
there is not enough time for the heat wave to fully propagate through the metal, regardless 
of the beam fluence. Figure 2-16 shows an example of such cases. It should be noted that the 




Figure 2-16. Laser processing of a 0.5 mm steel plate with 250 fs, 0.5 m J, and F = 2.5 J/cm2 
second harmonic radiation ( = 390 nm) and different number of pulses: (a) 10, (b) 100, (e) 
1000 and (d) 5000 laser pulses [186]. 
2.5.2.2 Pico-second pulses and nano-second low-fluence pulses 
 Figure 2-17 shows SEM images of holes drilled in a steel foil by laser ablation with 
pulse durations of (a) 80 ps and (b) 3.3 ns with a fluence of 4.2 J/cm2. In such cases, there 
is enough time for the thermal wave to propagate into the metal target and to create a 
relatively large molten layer. Therefore, the target material is removed both in vapor and 
liquid phases. Furthermore, the vaporization process creates a recoil pressure that expels 




Figure 2-17. Nanosecond-pulse laser ablation and holes drilled in a 100 pm thick steel foil with 
(a) 80 ps, 900 pJ, F = 3.7 J/cm2; and (b) 3.3 ns, 1 m J, and F = 4.2 J/cm2 laser pulses at 780 nm 
[186]. 
2.5.2.3 Nano-second high-fluence pulses 
When the beam fluence is higher than a measurable threshold value, laser/surface 
interaction radically changes. In this case, there is enough time for molten metal to form, 
but unlike the case of shorter pulse duration or lower beam fluence, the sample may be 
heated well above its boiling temperature. When the temperature reaches 0.8Tc, where Tc is 
the critical temperature of the sample, huge density fluctuations take place, metals lose their 
metallic properties, and nuclei start to shape homogeneously since the conditions for 
heterogeneous nucleation are no longer valid. The super-heated layer suddenly turns into a 
mixture of liquid droplets and vapor, and material is removed mainly due to the so-called 
phase explosion [189–191]. 
The nature of this phase transformation has been extensively studied through 
molecular dynamics simulations [185,189,191–193]. It should be noted that the transition 
from normal vaporization to phase explosion is distinguished by a discontinuous jump in 
the ablation depth, and was measured by Porneala et al. to occur around a fluence of 5.2 




Figure 2-18. Time-resolved photos of phase explosion on the surface of aluminum, (left) F = 4.0 
J/cm−2 and (right) F = 5.2 J/cm−2 [194]. Pulse duration is 5 ns in both cases. 
As will be shown later, these surface features and conditions leading to their 
formation will play an important role in the understanding of the interaction between 
rotating arc APPJs and aluminum substrates. 
2.6 CONCLUSION 
In this chapter a thorough review of the literature was presented. The following 
topics were covered in detail: 
• plasma physics and related technologies 
• the concepts of wetting, icing, hydrophobicity and icephobicity 
• the use of plasma treatment methods in hydrophobic applications 












In this chapter, the experimental procedure used in this research are described. At 
first, the reasoning behind sample choice (Al-6061) and the plasma treatment process for 
both steps along with some details regarding the plasma jet are reviewed. Then, physical and 
chemical analytical methods used in this are presented in detail and some considerations 
regarding these analytical methods are mentioned. Finally, the aging procedures 
(icing/deicing and accelerated weathering) is described. 
3.2 SAMPLES 
All substrates used in this research are cut from Al-6061 sheets provided by ALCAN 
and used as-received. The chemical composition of Al-6061 is presented in Table 3-1. It is 
one of the most common alloys of aluminum, widely used in aircraft and automobile 
manufacturing, SCUBA tanks, and high-voltage cables due to its corrosion resistance and 
weldability. Since this study is aimed at the protection of overhead power transmission lines, 




Table 3-1. Chemical composition of Al-6061. Values presented in mass percentage. 
3.3 PLASMA TREATMENT 
An OpenAir AS400 APPJ manufactured by PlasmaTreat (Germany) is used for all of 
the plasma treatment procedures (Figure 3-1). The schematics of the jet is presented in 
Figure 3-2. 
 
Figure 3-1. Plasma reactor used in this study. 
Si 0.4% -0.8% 
Fe <0.7% 
Cu 0.15% – 0.4% 
Mn <0.15% 
Mg 0.8% – 1.2% 
Cr 0.04% – 0.35% 
Zn <0.25% 
Ti <0.15% 
Al 95.85% – 98.56% 




Figure 3-2. Digital image of the working jet (left) and the schematics of the plasma jet (right). 
The ionization gas (or the working gas) is injected into the jet through a tube at the 
top. A low-frequency, high-voltage power source creates a rotating arc discharge inside the 
source that is responsible for generation of a uniform plasma volume. Due to high gas flow 
rates, plasma can be pushed downstream through a 5 mm diameter hole located at the 
bottom of the jet with a diameter of 5 mm. Based on the flow rate of ionization gas, the gas 
speed at the jet-head can be easily calculated. For instance, for a flow rate of 2500 l/h (air 
treatment process), the gas speed is determined to be 33.4 m/s, while for a flow rate of 500 
l/h (plasma deposition process), the gas speed is 7 m/s.  
A precursor injection tube is also implemented in the system which can introduce 
precursor vapor into the jet-head with a controlled flow rate. Liquid precursors such as 
HMDSO can be evaporated in the heating unit observed on the left side of the jet in Figure 
3-2. The jet is mounted on a two-dimensional automated movement system, which makes it 
possible to scan a flat sample with various speeds or perform point treatments with 
adjustable durations. The height of the jet can also be adjusted by a manual dial, located on 
the right side of the jet. 
Ionization gas (N
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The power source in this plasma reactor can generate continuous or pulsed 
discharges. In a pulsed discharge, plasma is turned on only for a small fraction of the total 
cycle. During the time in which the plasma is disabled, enough time is provided to plasma-
generated species to interact with each other and with the surface. The ratio between plasma 
on time and total cycle is referred to as the plasma duty cycle, and is often abbreviated as 
PDC. In our system, PDC is expressed as the percentage of plasma on time in a full cycle. 
It should be noted that in this plasma reactor, plasma generation voltage is expressed 
as a percentage of the maximum voltage (≈340 volts) applied to the source. Every voltage 
value corresponds to a certain generation power and both values are presented in this 
section. 
In this work, the plasma jet is used for two different treatment steps: (1) treatment 
of Al surfaces in non-depositing environment (N2 and N2-O2 plasma, continuous discharge, 
maximum power) and (2) the deposition of organosilicon based coatings on Al surfaces (N2 
plasma and a modified jet; pulsed discharge and minimum power). 
3.3.1 TREATMENT IN NON-DEPOSITING ENVIRONMENT 
Al-6061 plates are cut into 160 x 40 mm pieces and are exposed to the APPJ operating 
in N2 or N2-O2 (air) with a short distance between the plasma jet and the surface. The 
conditions used in this step are presented in Table 3-2. Continuous discharge and maximum 
power are used to ensure maximum interaction with Al sample.  















100% 7.5 kW 100% 1 m/min 5 mm 2500 l/h 3 
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3.3.2 TREATMENT IN DEPOSITING ENVIRONMENT 
50 x 30 mm samples are cut from the pieces treated in non-depositing environment 
(referred to as pre-treated surfaces) and are used as the substrate for deposition. In this step, 
the plasma jet is slightly modified to improve the roughness and the chemical composition 
of the coating (Figure 3-3). The effect of this modification on surface morphology will be 
discussed in detail later (section 5.4).  
In this study, hexamethyldisiloxane (HMDSO) is used as the polymerization 
precursor (Figure 3-4). HMDSO is liquid at room temperature, easy to handle, cheap and 
environmentally friendly, thus it is a suitable choice for atmospheric pressure plasma 
polymerization [129,153,154,168,195]. Besides, methyl groups in the molecular structure of 
HMDSO can contribute to the hydrophobicity of the surface. Therefore, this precursor 
appears to be a promising candidate for hydrophobic applications. In this work, HMDSO 
(>98%) is acquired from Sigma Aldrich and is used as-received. 
 
Figure 3-3. Plasma jet setup used for HMDSO deposition. The quartz tube confines the jet, 




Figure 3-4. Molecular structure of hexamethyldisiloxane. 
Plasma conditions used for coating deposition are presented in Table 3-3. Prior to 
plasma deposition, samples are cleaned in an ultrasonic bath with acetone and deionized 
water for 30 minutes each. In contrast with the pre-treatment performed in the non-
depositing environment, plasma deposition studies are performed under pulsed plasma 
conditions with minimal generation power. This prevents excessive precursor fragmentation 
and limits powder formation. This will be further clarified in Chapter 5.  
Table 3-3. Plasma conditions used for coating deposition. 
3.4 OPTICAL EMISSION SPECTROSCOPY 
An LR2-T optical emission spectrometer, with detector manufactured by Toshiba 
and the OES Capture acquisition and analysis software developed by Plasmionique, along 
with a light collection lens is used to study the presence of various chemical components in 
the plasma. This spectrometer has a spectral resolution of 2 nm, can acquire spectra in the 



















50% 1 m/min 30 mm 500 l/h 400 l/h 
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3.5 CONTACT ANGLE MEASUREMENT 
Wetting behavior of the samples is studied using a Kruss DSA100 goniometer (Figure 
3-5). For sessile droplet measurements, droplet size should be infinitely larger than the 
surface features and also large enough so that the evaporation effect may be neglected [196]. 
In this study, static contact angle is measured by depositing a 4 µL droplet on the surface 
and measuring the contact angle using the Young-Laplace approximation. Static contact 
angle values presented in this thesis are the average of at least 10 measurements performed 
on different samples. 
 
Figure 3-5. Contact angle goniometer used in this study (left) and the software used for image 
analysis and contact angle measurement (right). 
Dynamic contact angle is measured using a method widely accepted as one the most 
accurate methods to characterize the wetting behavior of a surface [20–22]. At first, the 
needle is placed close to the surface (Figure 3-6a) and a 4 µL droplet is deposited on the 
surface (Figure 3-6b). Then the volume of this droplet is steadily increased to 13 µL with a 
rate of 3 µL/min (Figure 3-6c). The contact angle on each side of the droplet is measured 5 
times per second using the tangent method. Advancing contact angle can be defined using 
the contact angle vs. time curve. Similarly, the receding contact angle is defined by reducing 
the droplet volume back to its initial value (Figure 3-6d) and constantly measuring the 




Figure 3-6. Procedure used for measuring the dynamic contact angles. 
By definition, advancing contact angle is the contact angle right before the expansion 
of the droplet baseline. This can be manifested in the contact angle vs. time curves as two 
possible phenomena: 1) a sudden drop in the contact angle and a subsequent increase until 
the next drop (baseline sudden expansion) or 2) a constant contact angle value after the 
initial increase (baseline continuous expansion). Both of these behaviors are observed in this 
study. Similarly, receding contact angle can be measured (1) at the point before a sudden 
increase in the contact angle (baseline sudden shrinkage) or (2) at a constant value after the 
initial drop (baseline continuous shrinkage). Figure 3-7 shows an example of these contact 
angle vs. time curves for advancing and receding angle measurements. 
 
Figure 3-7. An example of advancing (left) and receding (right) curves for dynamic contact 
angle measurements. 
3.6 SCANNING ELECTRON MICROSCOPY 
A JSM-7600F scanning electron microscope manufactured by JEOL is used in this 
study to acquire SEM images of various surfaces. This microscope uses a field emission gun 
(a) (b) (c) (d) 
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and has a resolution of 1.4 nm at 1 kV and 1 nm at 15 kV. Due to the low conductivity of the 
samples studied here, all samples were coated with carbon prior to image acquisition.  
3.7 FOURIER TRANSFORM INFRARED SPECTROSCOPY 
Chemical composition of the samples is also studied using FTIR spectroscopy. A 
Bruker Vertex 70 FTIR system is used in ATR mode with a resolution of 2 cm-1. Each one of 
the FTIR spectra presented in this thesis are averaged over 30 consecutive scans on the 
sample. 
3.8 X-RAY PHOTOELECTRON SPECTROSCOPY 
Chemical composition of the surface is studied using an X-ray photoelectron 
spectrometer (Figure 3-8) with a non-monochromatic Al (max energy 1486.6 eV) anode 
jointly manufactured by Plasmionique (Canada) and Staib Instruments (Germany). 
Compared to FTIR, XPS can measure the absolute atomic percentages on the surface, is 
more accurate and only analyzes the outer few nanometers of the coating. Analysis depth in 
XPS is usually under 10 nm, but the precise depth depends on the sample conductivity, 
anode type and material, X-ray beam power, detector, etc.  
 
Figure 3-8. X-ray photoelectron spectrometer used in this study. 
53 
  
The parameters used for the acquisition of survey and high-resolution spectra are 
presented in Table 3-4. 
Table 3-4. Acquisition parameters for survey and high resolution XPS spectra 
This system is equipped with two side chambers which can perform plasma 
treatment, magnetron sputtering or ion treatment prior to sample analysis. The samples are 
kept in one of the side chambers in low pressure (≈10-7 torr) for at least 24 hours before 
being transferred to the analysis chamber. Unless otherwise mentioned, no other 
pretreatment steps were taken on the samples before spectra acquisition. 
CasaXPS software is used for analysis and interpretation of the spectra acquired from 
XPS. CasaXPS is a software developed by Casa Software Ltd. (USA) which is capable of 
spectrum calibration, peak identification, elemental quantification, component 
quantification, peak shape analysis and several other basic and advanced functions on XPS 
spectra. No supplementary charge neutralization system is installed on the XPS system used 
in this study, but charge compensation is performed on the data based on O 1s peak. 
In CasaXPS, model peak shapes are expressed as a mathematical function. The most 
basic form of this function is GL(x), which identifies a mixture between a Gaussian peak and 
a Lorentzian peak, with x indicating the percentage of Lorentzian shape in the mixture. For 
instance, GL(0) is a Lorentzian shape, GL(100) is a Gaussian shape, and GL(50) is a shape 
between Gaussian and Lorentzian. GL is a symmetrical function, but a tail modifier can be 










Survey 1300 eV (Al anode) 0 eV 1 eV 4 eV 100 ms 5 150 Watts 
High resolution A small window around the peak 0.1 eV 0.3 eV 300 ms 10 300 Watts 
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added to the GL function to accommodate non-symmetrical shapes. This modifier is 
indicated as T(x), and its effect on the peak shape is presented in Figure 3-9. 
 
Figure 3-9. Some of the basic peak shape functions available in CasaXPS. Surface area under 
the peaks presented in this figure equal for all shapes. 
The shape of a peak in XPS spectra can provide valuable information about the 
chemical states of the atoms. When comparing various spectra, similar peak shapes may be 
correlated to similar chemical states in different cases. Since the shape of the O 1s peak 
remains very close to GL (65) in all cases examined in this research, it can be concluded that 
the chemical state of oxygen does not change in different samples, and thus charge 
compensation can be safely done by calibrating O 1s peak to 532.0 eV.  
To better characterize the chemical composition of the coatings, Si 2p core peak is 
fitted according to the method developed by O’Hare et al. for curve-fitting of Si 2p peak in 
siloxane based coatings [197,198]. In this method, four different chemical states of silicon 
are assumed to be present on the surface (Figure 3-10), and the energy shift for each one is 
accurately determined using standard samples. Each of these species are related to a 
function in siloxane coatings: M is a chain termination group, D is a chain propagation group 
and Q and T are both chain cross-linking groups [199]. These species along with their energy 
















Figure 3-10. Various silicon chemical states in siloxane-based coatings. R denotes the organic 
functions here. 
Table 3-5. Different siloxane species assumed to be present on the surface. The Q peak position 
is determined from the previous mesurements from a quartz sample and the energy shifts are 
taken from [197]. 
Using high-density polyethylene (HDPE) and quartz standard samples, peak width 
(FWHM) is determined to be approximately 2 eV over the range of experimental conditions 
investigated here. Furthermore, for accurate curve-fitting of Si 2p core peak, the exact 
position of SiO2 (Q in Table 3-5) component and the relative peak shape is determined using 
a standard UV grade quartz sample acquired from SwissJewel Company (USA). The result 
shows that the model peak shape for silicon species is GL(50)T(2) and the SiO2 position is 
103.69 eV (Figure 3-11). In all cases, Shirley background type is used for quantification of 
elemental peaks. 
 Binding Energy Energy Shift Function 
Q [SiO4/2] 103.69 eV 0 eV cross-linking 
T [CH3SiO3/2] 102.89 eV 0.80 eV cross-linking 
D [(CH3)2SiO2/2] 102.21 eV 0.68 eV propagation 
M [(CH3)3SiO1/2] 101.85 eV 0.36 eV termination 




Figure 3-11. High resolution spectra of Si 2p core peak on a clean quartz sample. 
3.9 HIGH SPEED IMAGING 
A Photron SA1.1 (675K-M2) high-speed camera is used to record the droplet 
interaction with the superhydrophobic surface (5,400 frames per second) and the streamer 
discharges during pre-treatment (60,000 and 120,000 frames per second). To study the 
droplet impact mechanics, the DSA100 goniometer (section 3.5) is used with a 
supplementary light source to improve the controllability of the experiment. 
3.10 ICE ADHESION STRENGTH MEASUREMENT 
A horizontal wind tunnel operating in subzero temperatures is used to simulate 
natural atmospheric icing conditions. The schematics of this wind tunnel is presented in 
Figure 3-12. It is equipped with three water nozzles (Figure 3-13a) which are responsible for 
the generation of a super-cooled mist from which the ice accumulation occurs. Prior to icing, 
samples are kept at -10 °C for at least 1 hour. The samples are then mounted on aluminum 
beams (Figure 3-13b) and are placed vertically in the test section of the wind tunnel. The 




Figure 3-12. Icing conditions used in the wind tunnel to create atmospheric ice on the samples. 
 
Figure 3-13. (a) Water nozzles and (b) three samples mounted in the test section. 
Table 3-6. Icing conditions used in the wind tunnel to create atmospheric ice on the samples. 
It should be noted that these conditions are chosen to closely mimic the climatic 
conditions during a natural icing event. However, icing events can occur under different, 
and often fluctuating, conditions. Therefore, it is important to understand that the results 
presented in this thesis are limited to the specific conditions studied, and the effects of icing 



















































The samples are exposed to the conditions presented in Table 3-6 for 9 minutes 
before being transferred into a cold room at -10 °C and are kept there for at least 20 minutes 
before the deicing procedure using a centrifugal instrument. Deicing is performed by 
rotating the beams at a controlled speed and measuring the number of rotations per minute 
at which the ice detaches from the surface. The ice adhesion strength can then be determined 
through the following equation: 
𝜏 = 𝑚𝑟𝜔
2
𝐴⁄  (3-1) 
where 𝜏 is the ice adhesion strength (kPa), 𝑚 is the mass of the accumulated ice (kg), 
𝑟 is the beam radius (0.17 m), 𝜔 is the rotational speed of the beam at the point of ice 
detachment (rpm), and 𝐴 is the contact area between the ice and the surface (m2). 
3.11 ACCELERATED WEATHERING 
To estimate the stability of the surface against UV exposure, a QUV accelerated 
weathering tester manufactured by Q-LAB (USA) is used. This accelerated weathering tester 
is capable of UV exposure and condensation. The ‘accelerated’ term indicates that a small 
period of exposure in the chamber may be correlated to a significantly longer time in natural 
conditions. According to the data gathered by Natural Resources Canada over a period of 20 
years [200], the average annual sunlight energy in normal direction at a site located in 
Northern Quebec was measured to be 9-12 MJ/m2. The accelerated weathering chamber was 
equipped with multiple UV lamps that can generate 0.89 W/m2 of UV light. Since only 3-6 
percent of natural sunlight is in the UV region, a simple calculation shows that 196 hours 
(rounded to 8 days) in the accelerated weathering chamber can be correlated to 1 year in 
natural conditions. 
Multiple samples are exposed to up to 4 years of natural UV radiation and the effect 




In this chapter, the experimental aspects of this research work are presented. The 
procedures described in this chapter will be used to develop a superhydrophobic/icephobic 
coating and to characterize the resulting coating regarding its chemical composition, 
morphological structure, wetting behavior and icephobic properties. Furthermore, these 
experiments will evaluate surface durability against some aggressive natural factors, such as 










TREATMENT OF ALUMINUM SAMPLES WITH N2/O2 
PLASMA 
4.1 INTRODUCTION 
In this chapter, N2 and N2-O2 (air) plasma treatments is described and the results 
from plasma and surface characterization experiments are presented. As will be seen, such 
process is introduced as a path to create a micro-roughened porous structure on the Al 
surface. This complex porous structure is used as a substrate for further deposition of 
hydrophobic materials. 
4.2 TREATMENT PROCESS 
As mentioned before, Al-6061 plates are cut into 160 x 40 mm pieces and are exposed 
to an APPJ operating in either N2 or N2-O2 (air). Continuous operation combined with 
maximum generation power and short jet-to-substrate distance are used to ensure sufficient 
interaction between plasma and Al surface. Plasma-induced modifications are studied as a 
function of the number of passes. The conditions used in this step is presented in Table 3-2.  
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4.3 MORPHOLOGICAL CHARACTERIZATION OF THE SURFACE 
Figure 4-1 compares optical images of the Al substrate after multiple passes of 
treatment with either N2 or N2-O2 plasmas. As can be seen, the surface obtained after 
exposure to the N2 plasma is comparable to the as received sample; this indicates minimal 
modification, at least over the scale of our observations. The yellowish color observed on the 
sample treated with N2 plasma may be due to the nitridation of the surface. On the other 
hand, significant change in the surface morphology can be observed when the treatment is 
performed in air. More specifically, a highly porous and roughened Al surface is achieved, 
with typical dimensions in the micrometer scale. 
 
Figure 4-1. Digital images of Al samples (50 mm x 30 mm) treated with N2 plasma (top) and N2-
O2 plasma (bottom) after (a) first pass, (b) second pass, and (c) third pass of plasma treatment. 
To better understand the physics driving such microstructure evolution after 3 
passes of air plasma treatment, surface morphology is studied by SEM after each pass. 
Figure 4-2 shows a low magnification image of the surface along with a closer look at some 
of the specific structures observed. Based on the literature review provided in Chapter 2, it 
can be seen that these structures bear a significant resemblance to what is expected after 
laser ablation over a wide range of pulse durations and beam fluences, some of which are 
presented in the inset images of Figure 4-2(b) and Figure 4-2(c). 
(a) (c) (b) 
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Figure 4-2(b) shows a circular feature observed on the surface after one pass of 
plasma treatment. This structure is similar to the holes drilled on the surface with ultrashort 
laser pulses (femtosecond pulses), which are capable of ejecting aluminum atoms from the 
surface without forming a liquid phase. It should be noted that in our case, the occurrence 
of such structures is noticeably rarer than the other two structures discussed in this section.   
Figure 4-2(c) shows a different circular feature which is more commonly observed 
on the surface after one pass of plasma treatment. This feature is also similar to a different 
type of structure observed in the case of laser ablation. If the pulse duration is long enough 
for molten aluminum to form, typically in the pico/nanoseconds time scale, liquid phase is 
pushed away from the beam direction due to the recoil pressure of vaporized aluminum, 
leading to the features surrounding the drilled hole in the inset of Figure 4-2(c). 
Figure 4-2(d) shows another structure commonly observed on the surface after one 
pass of plasma treatment. Similar to the previous two cases, this structure is also comparable 
to what may be expected from the phase explosions in laser ablation, typically observed for 
pulse durations in the nanosecond time scale and beam fluences above a threshold value. In 
this case, homogenous evaporation of molten aluminum leads to a micro-porous structure, 




Figure 4-2. SEM images from the sample surface after one pass of air plasma treatment. 
By exposing the aluminum surface to multiple passes of air plasma treatment, the 
features associated to femtosecond interactions (circular spots) and pico/nanoseconds 
interactions (circular spots with re-deposition on side walls) disappear, such that a uniform 
micro-porous and micro-roughened structure is observed over the whole substrate (Figure 
4-3). Understanding the evolution mechanism of this structure is the main objective in this 
chapter. 
 
Figure 4-3. Micro-structure formed on the surface after 3 passes of air plasma treatment. 
(a) (b) 
(c) (d) 
(a) (b) (c) 
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4.4 PLASMA CHARACTERIZATION 
4.4.1 OPTICAL CHARACTERIZATION 
Digital and high-speed imaging of the jet interacting with the aluminum surface is 
used to better understand the driving force behind the transformation process discussed in 
the previous sections. Over the range of experimental conditions investigated, the plasma 
source consists of small plasma filaments (or streamers), randomly distributed in time and 
space over the substrate surface. A typical digital image of the APPJ is shown in Figure 4-4 
(left) for the N2-O2 (air) plasma open to ambient air. Significant color change is observed at 
the close proximity to the Al surface due to the significant plasma-substrate interactions; 
these aspects will be discussed in detail later, when reporting optical emission spectroscopy 
measurements. Optical images obtained with a sequence of 5400 frames per seconds are 
also displayed in Figure 4-4 (right).  Streamer-like discharges produce multiple electric arcs 
that are randomly distributed in time and space over the Al surface. In the APPJ reactor used 
in this work, the occurrence of these arcs can be attributed to the transfer of electric charges 
from the rotating arc source (located in the jet body, see Figure 3-2) to the substrate surface 
(located below the jet) through the streamer discharge (conducting medium). This charge 
transfer is facilitated by the near-infinite electrical conductivity of the streamer. Some of 
these plasma-transferred arcs are presented in Figure 4-5. 
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Figure 4-4. Digital image of the plasma jet interacting with the Al substrate (left) and evidence 
of electric arcs transferred on the surface (left). 
 
Figure 4-5. Examples of plasma-transferred electric arcs randomly distributed in time and 
space over the aluminum surface during air plasma treatment. 
To examine the role of the plasma gas on the formation of the streamer discharge 
and electric arcs, high-speed sequences (60,000 frames per second) are captured from air 
and nitrogen plasma working close to the surface. It is shown that in the case of air plasma, 
streamer discharges are noticeably brighter and their duration seems to be much longer than 
in the case of nitrogen plasma (Figure 4-6). This is in agreement with the much more 
significant morphological change on the Al substrate observed after treatment by air plasma 
(note that no modification was observed after treatment by N2 plasma, at least over the scale 
of our observations, see Figure 4-1). It is worth mentioning that the low brightness of the 
streamer discharges in nitrogen plasma makes it impossible to measure their exact duration, 




















Figure 4-6. Typical streamer discharges during air plasma treatment (a) and nitrogen plasma 
treatment (b). 
A sequence of images similar to Figure 4-6 was acquired with a frame rate of 120,000 
frames per second to estimate the duration of each streamer discharge and plasma-
transferred electric arcs in air plasma. Note that increasing the frame rate to 120,000 frames 
per second limits the maximum obtainable resolution to 128 x 32 pixels, and therefore these 
images are only used for the determination of time scale and are not presented here. It is 
found that the duration of a single streamer discharge is around 15 µs. However, arc duration 
can not be determined since the duration of each arc is much shorter than a single frame (~ 
8 µs). This result thus confirms that plasma-based energy transfer reactions over a wide 
range of timescales are driving the observed transformation of the Al substrate after 
treatment with the APPJ operating in air.  
4.4.2 OPTICAL EIMISSION SPECTROCSOPY 
OES is used to monitor plasma-generated species in the APPJ operating in either N2 
or N2-O2 (air) gas mixtures. Figure 4-7 presents the optical emission spectra acquired for a 
jet-to-substrate distance of 5 mm. The range is limited to 200-500 nm since emission is very 
week above 500 nm. In the nominally pure N2 plasma, the emission is mostly dominated by 
the N2(C-B) rovibrational bands, with the emitting N2(C) state being mostly populated by 




ambient air, emission from OH(A-X) and NH can also be seen. Both emission bands are 
linked to the interaction between plasma-generated species and water vapors in humid air. 
For instance, it has been shown that in humid conditions, water molecules tend to react with 
plasma-generated N atoms, yielding OH and NH species [201]. Emission from NO can also 
be seen between 200 and 300 nm; a result ascribed to N atoms interacting with oxygen 
species present in ambient air (mostly O atoms formed by plasma-induced dissociation of 
O2). Similar features are observed in the air plasma. In this case, as expected, NO emission 
is much more significant due to the higher oxygen content of the plasma.  
  
Figure 4-7. Optical emission spectra acquired from a nitrogen plasma (left) and air plasma 
(right) at a 5-mm distance from the jet head.  
The significant plasma-Al interaction observed in the digital image of Figure 4-4 is 
also confirmed by the presence of atomic Al lines in the optical emission spectra through the 
peaks observed at 308, 309, 394.4, and 396.1 nm [202]. This can be explained by the ejection 
of Al atoms from the surface due to the high-energy impacts associated to the presence of 
streamers and plasma-transferred arcs. Comparing the two spectra presented in Figure 4-7, 
it can be deduced, from the analysis given above, that nitrogen plasmas cannot provide as 
much energy to the surface as air plasma, leading to a significantly weaker interaction and 
thus much weaker emission line intensities of atomic aluminum at 394.4 and 396.1 nm.  
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In order to confirm the presence of atomic aluminum in the spectra, another 
experiment is performed by replacing the aluminum substrate with a stainless-steel 
substrate. The results are presented in Figure 4-8. The absence of Al peaks in the spectrum 
related to the stainless-steel sample confirms that the atomic aluminum observed in the 
plasma is in fact due to plasma-aluminum interactions, and not from the jet components or 
other unaccounted sources. 
 
Figure 4-8. Optical emission spectra acquired from the plasma working on an aluminum 
sample and a stainless-steel sample. 
4.5 CHEMICAL CAHRACTERIZATION OF THE SURFACE 
The chemical composition of the air-treated surface is studied through XPS analysis. 
To ensure that surface contamination does not affect the spectra, the samples are cleaned 
using an argon ion gun for 5 minutes. During the ion treatment, generation power is set to 
75 watts and the emission voltage is set to 2.5 kV. In comparison with common procedure, 
these are relatively mild conditions, which minimize the unwanted effects of ion treatment 
on the surface composition. 
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The results of survey quantification are presented in Table 4-1. The chemical 
composition of the pre-treated sample is almost identical to what one would expect from 
Al2O3, while the aluminum control sample exhibits an Al/O ratio which is higher than that 
of Al2O3. 
Table 4-1. Atomic quantification of the porous structure compared to the aluminum control 
sample 
This is further confirmed by Al 2p core peak high resolution spectra, presented in 
Figure 4-9. The results suggest that in Al control sample, the thickness of the oxide layer on 
the surface is less than the analysis depth of the X-Ray (which is around 10 nm). However, 
after air plasma treatment the metallic shoulder in Al 2p core peak is removed. Figure 4-9 
further confirms that from a purely chemical point of view, air plasma treatment highly 
oxidizes the surface, resulting in a thicker Al2O3 layer. 
It should be noted that the peak width is restricted to 3 ± 0.1 eV for aluminum oxide 
component and to the half of that for metallic aluminum component. In addition, the 
residual for both fits are less than 5, which confirms the mathematical accuracy of the fit. 
 Aluminum (Atomic %) Oxygen (Atomic %) 
Pre-treated Sample 39.72 60.28 




Figure 4-9. Al 2p core peak high resolution spectra for aluminum control sample (left) and 
pretreated sample (right) 
By combining the results from SEM and XPS, one thus concludes that the creation of 
micro-porous and micro-roughened Al surface by air plasma treatment is accompanied by 
significant substrate oxidation. Therefore, both physical (as in laser ablation) and chemical 
(as in oxidation) mechanisms are involved in surface transformation. 
4.6 DISCUSSION 
As mentioned before, the structures observed on the surface after one pass of air 
plasma treatment bear a significant resemblance to what may be expected after laser 
ablation with various pulse durations, from femtoseconds to pico/nanoseconds. As 
described in literature review, various pulse durations and beam fluences lead to various 
surface features, all of which are observed in our case.  
In laser ablation, laser pulses in the fluence range of 2 – 4 J/cm-2 are used. In order 
to draw similarities between laser ablation and APPJ treatments, both techniques must 
involve a comparable energy flux to the surface. As an example, Chichkov et al. used 3.5×104 
laser pulses, each with a pulse duration of 250 ps and an energy of 0.5 mJ, to drill holes with 
a diameter of approximately 200 µm on the surface of aluminum nitride (Figure 4-10). In 
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this case, the total amount of energy being delivered to the surface per unit of time and area 
can be calculated: 
In the case of APPJ treatments, similar features to Figure 4-10(c), even though 
smaller, are observed. The diameter of these features, from which an example is presented 
in Figure 4-10(d), is measured to be around 10 µm. As an upper energy limit, and a crude 
approximation, it is assumed that the entirety of the plasma power (7.5 kW) is being 
transferred locally to the aluminum surface. It is assumed that this energy transfer takes 
place over the size of the observed features (10 µm) and over a very short period of time 
associated with the presence of streamers and plasma-transferred electric arcs. Therefore, 
the total amount of energy being delivered to the surface per unit of time and area can be 
calculated: 
By comparing the energy flux values acquired from equations 4-1 and 4-2, one 
concludes that the energy flux in both cases is of the same order of magnitude such that the 
analogy between laser ablation processes and AAPJ treatments is highly plausible. It should 
be noted, nonetheless, that since most studies on laser ablation do not mention the full set 
of data required for such energy calculations, these values are determined based on a single 
case of picosecond laser pulse treatment. 
𝐸𝐿𝑎𝑠𝑒𝑟 =
Number of pulses×Pulse energy
















Figure 4-10. Femtosecond ablation of a 0.8 mm AlN target with 250 fs, 0.5 mJ, and F = 2.5 J/cm2 
second harmonic radiation (= 390 nm) and different number of pulses: (a) 10, (b) 103, (e) 3.5 × 
104 laser pulses and (d) a similar feature observed in plasma assisted arc treatment [186]. 
It is worth highlighting that due to surface irregularities, some points on the 
aluminum surface are expected to have different electrical characteristics. Furthermore, air 
plasma can oxidize the surface, creating a dielectric region and adding to these surface 
irregularities. These regions can accumulate electric charge and create a relatively large 
electric field, which subsequently can induce arcing between the source and the substrate. 
Therefore, the presence of a streamer discharge can lead to multiple plasma-transferred 
electric arcs in the vicinity of such points. Since these arcs occur at seemingly random spots 
close to the endpoint of the streamer discharge, such phenomena could be the driving force 






Figure 4-11. The location of electric arcs relative to the streamer discharge (left) and a high-
speed image demonstrating the streamer discharge and electric arcs on the surface (right). 
More specifically, the circular features observed on the aluminum surface after only 
one pass of APPJ treatment (Figure 4-2b) are similar to the holes drilled by laser ablation 
with ultrashort laser pulses (note that the energy flux delivered by plasma-transferred arcs 
was shown to be comparable to that of laser pulses). However, the scarcity of these features 
on the surface indicates that ultrashort electric arcs are not very common in APPJ. On the 
other hand, the circular features with significant sidewall re-deposition presented in Figure 
4-2(c) are more common, and can be due to longer arc durations with low energy in the 
range of nanoseconds. This is consistent with our observations highlighting that plasma-
transferred arcs have durations much below the minimal time frame of our high-speed 
optical imaging experiment (much shorter than microsecond scale). Finally, the structure 
observed in Figure 4-2(d) can be linked to either longer arcs, in the range of microseconds, 
or to a nanosecond arc with higher energy. Both are expected to induce a phase explosion on 
the aluminum surface resulting in a micro-porous and micro-roughened structure. This 
significant interaction is confirmed by the presence of aluminum vapor peaks in the optical 
emission spectra (Figure 4-7). With each pass of plasma treatment, more surface 
irregularities are introduced to the surface structure, facilitating the formation of longer and 
stronger electric arcs during treatment. For instance, a phase explosion site formed in the 
first pass may be a preferred location for the occurrence of plasma-transferred electric arcs 
in the second pass. Therefore, by exposing the surface to multiple treatment passes, a 
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uniform surface structure is formed, which is very similar to the texture of phase explosion 
sites. 
4.7 CONCLUSION 
In this chapter, the effects of air plasma treatment on the surface of Al-6061 is 
discussed. This process is introduced as a path to generate a micro-porous and micro-
roughened structure as a substrate for further deposition of hydrophobic materials. It is 
shown that a streamer discharge forms through the plasma column between the APPJ source 
and the substrate surface. This discharge leads to the occurrence of multiple, plasma-
transferred electric arcs on the surface that are believed to be the driving force behind the 
transformation mechanism. Energy transfer reactions leading to phase explosion and thus 
to micro-porous and micro-roughened structure is accompanied by significant oxidation of 









TREATMENT OF ALUMINUM SAMPLES WITH N2/HMDSO 
PLASMAS 
5.1 INTRODUCTION 
In this chapter, the details of nitrogen plasma treatment process in depositing 
environment in the presence of HMDSO is discussed. At first, the effects of monomer flow 
rate and ionization gas on surface properties are presented. Then, a simple modification to 
the jet is proposed that can significantly affect the surface morphology and facilitate the 
development of superhydrophobic coatings. Based on this modification, multiple 
superhydrophobic/icephobic samples are prepared using various plasma parameters.  These 
samples are then studied regarding their surface topography, chemical composition, wetting 
behavior and icephobic properties to understand the effects of monomer flow rate, plasma 
power and number of deposition passes on surface characteristics. 
5.2 EFFECT OF MONOMER FLOW RATE AND IONIZATION GAS 
14 different values of monomer flow rate are chosen (3, 4, 5, 6, 7, 8, 10, 15, 20, 30, 
40, 50, 60, 70 g/h) and plasma deposition is carried out using two different ionization gases. 
For each individual condition, 2 identical samples are created and static contact angle is 




Figure 5-1. Contact angle vs. monomer flow rate for different ionization gases: N2 and N2-O2 
(air). 
Static contact angle on untreated aluminum is around 90 degrees. It is shown that 
air or nitrogen plasma treatment without monomer injection decreases the contact angle of 
aluminum. This can be explained by the fact that plasma activation can lead to the formation 
of various oxygen and nitrogen compounds on the surface, which are known to be 
hydrophilic and can increase the surface energy. Nitrogen functions are usually considered 
to have higher surface energy compared to oxides, and therefore nitrogen plasma treatment 
will lead to a greater decrease in the contact angle. 
On the other hand, for flow rates higher than 40 g/h, the contact angle in both cases 
remains almost constant. This can be explained by the complete coverage of the surface at a 
flow rate around 40 g/h. Increasing the flow rate beyond this point does not seem to change 
the surface morphology or chemical composition. However, it should be noted that as the 
precursor flow rate increases, a white powder forms on the surface. In the case of 
organosilicon precursors in open-air configuration, such powders most likely correspond to 
silica and can decrease the mechanical stability of the coating. Therefore, it is essential to 
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identify a condition in which superhydrophobicity can be achieved without the excessive 
formation of such powders. 
To investigate the effect of ionization gas on the surface structure, SEM images are 
acquired from the two samples polymerized at the same flow rate (70 g/h) using either N2 
or air plasma. The images are presented in Figure 5-2.  
 
Figure 5-2. SEM images of coatings polymerized under air plasma (a-c) and nitrogen plasma (d-
f) with various magnifications. 
From Figure 5-2, in both cases, the coating consists of dendrite-like structures with 
multiple levels of roughness. Similar hierarchical structures have been identified in various 
cases of chemical vapor deposition processes and are usually referred to as cauliflower-like 
surfaces [203,204] due to their apparent similarity to cauliflower. The formation of these 
structures is generally attributed to some sort of non-uniformity in thin film growth. The 
mathematical equations governing the topography of such deposition fronts are beyond the 
scope of this thesis, but a detailed physical model is defined in [203] which shows perfect 
agreement with experimental data. 
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 Hierarchical multi-leveled surface structures have proven to be ideal for 
superhydrophobic and specifically for icephobic applications [89]. From Figure 5-2, it can 
also be seen that nitrogen plasma leads to significantly smaller features on the surface. This 
has been previously reported by others [205], where addition of nitrogen or argon to air 
plasma was shown to reduce the size of the deposited particles. As mentioned before, smaller 
surface features may facilitate the manifestation of Cassie-Baxter wetting regime, which 
exhibits lower contact angle hysteresis and higher droplet mobility compared to Wenzel 
wetting regime. Contact angle hysteresis is a deciding factor in icephobic applications. This, 
along with the lower presence of oxide functions in nitrogen plasma, makes nitrogen a more 
suitable choice for this work. 
5.3 POWDER FORMATION DYNAMICS 
As mentioned before, the formation of silica powders on the surface at high flow rates 
may lead to a weakened surface structure with low mechanical stability. To understand the 
powder formation dynamics, the effects of flow rate and jet-to-substrate distance on surface 
structure are studied. 
In the first step, samples are prepared under five different flow rates (3, 5, 10, 15, 30 
g/h) with a constant jet-to-substrate distance (10 mm). Surface structure are studied using 
SEM and the results are presented in Figure 5-3. At low flow rates (Figure 5-3a and Figure 
5-3b), a spherical deposition was observed on the surface. As the flow rate increases, these 





To further clarify this mechanism, two flow rates in each morphological regime (3 
g/h for spherical and 30 g/h for agglomerates) are chosen and the effect of jet-to-substrate 
distance on surface morphology is studied (Figure 5-4). It is shown that the effect of jet-to-
substrate distance is not as pronounced as the effect of monomer flow rate, but one may 
observe that increasing the jet-to-substrate distance while keeping the flow rate constant 
will increase the number of agglomerates in spherical regime and increase the size of the 
agglomerates in agglomerate regime. This is consistent with an increase of gas phase 





(e) Figure 5-3. SEM images of 
deposition under different 
flow rates: (a) 3 g/h, (b) 5 
g/h, (c) 10 g/h, (d) 15 g/h 





Figure 5-4. SEM images of samples polymerized under HMDSO flow rate of 3 g/h (top) and 30 
g/h (bottom) at different jet substrate distances: (a) and (d) 10 mm, (b) and (e) 15 mm, (c) and 
(f) 20 mm.  
5.4 JET MODIFICATION 
To facilitate the formation of a superhydrophobic coating, plasma jet is slightly 
modified. Using a simple hand-made copper clamp, a quartz tube with a diameter of 25 mm 
and a length of 30 mm is mounted on the jet-head (Figure 3-3). This tube affects the 
deposition process in a number of ways: 
• It confines the plasma in a closed space, and therefore reduces oxygen diffusion into 
the plasma, leading to more organic coatings. 
• It makes the generation and maintenance of a very weak plasma possible, which 
leads to lower monomer fragmentation and is generally favorable in hydrophobic 
applications. 
Plasma composition in the presence of the quartz tube is studied using OES and the 
results are presented in Figure 5-5. Since the ionization gas flow rate and the precursor flow 
rate are identical in both cases, higher intensity of the bands in the case of the sample created 
in the presence of the quartz tube is suggestive of a higher plasma density, at least at the 
(a) 3 g/h, 10 mm 
(f) 30 g/h, 20 mm (e) 30 g/h, 15 mm (d) 30 g/h, 10 mm 
(c) 3 g/h, 20 mm (b) 3 g/h, 15 mm 
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position of OES measurements (sample surface). It is worth mentioning that the presence 
of Si lines is suggestive of significant precursor fragmentation. Atomic Si lines are rarely 
observed during plasma polymerization in cold, atmospheric-pressure plasmas; this can 
most likely be attributed to the much higher electron densities and temperatures in the 
streamer-based discharges than in other systems such as homogeneous dielectric barrier 
discharges [206]. 
 
Figure 5-5. OES spectra acquired from the plasma with and without the quartz tube 
surrounding the jet-head. 
To study the effect of this modification on surface properties, two samples are 
prepared using nitrogen plasma with an HMDSO flow rate of 5 g/h with and without the 
quartz tube surrounding the jet. Figure 5-6 shows the surface structure after plasma 
deposition without the quartz tube. In this case, deposition consists of spherical 
nanoparticles covering the micro features obtained after the pre-treatment step (Chapter 4). 
These particles seem to be distributed uniformly on the surface and their diameter range 




Figure 5-6. Surface structure of the coating deposited in the absence of quartz tube with 
nitrogen plasma and 5 g/h of precursor flow rate on pre-treated surfaces. 
SEM images of the coating deposited in the presence of the quartz tube are presented 
in Figure 5-7. In this case, surface structure is consisted of dendrite-like structures with 
multiple levels of roughness, ranging from tens of micrometers to only a few nanometers. As 
mentioned before, such structure is ideal for hydrophobic applications, and since this 
structure is developed using a relatively low precursor flow rate, the formation of silica 
powder is expected to be minimal. Similar features have been reported by Kilicaslan et al. 
during the deposition of HMDSO-based nanomaterials in atmospheric-pressure plasmas 
sustained by microwave electromagnetic fields [207]. While spherical silica nano-particles 
were obtained in the presence of O2 in Ar/HMDSO plasma, dendrite like SiOCH 







Figure 5-7. Surface structure of the coating deposited in the presence of quartz tube with 
nitrogen plasma and 5 g/h of precursor flow rate on pre-treated surfaces. 
Chemical composition of the samples acquired from nitrogen plasma deposition with 
and without the quartz tube surrounding the jet is also studied using FTIR spectroscopy and 
the results are presented in Figure 5-8. Si-(CH3)n group is easily recognizable by a strong, 
sharp band at around 1275 cm-1 (CH symmetric deformation in Si-CH3) together with three 
bands in the range of 865-750 cm-1.  
The intense band between 1000 cm-1 and 1200 cm-1 is generally assigned to Si-O-Si 
and Si-O-C asymmetric stretching modes [208]. This band is usually assumed to be the sum 
of three Gaussian components which correspond to different bond angles in Si-O-Si: TO2 
mode at 1120 cm-1 (170-180 bond angle), TO1 mode at 1070 cm-1 (140 bond angle), and 






dioxide, which is the most stable form of silicon oxide in normal condition and is sometimes 
referred to as -quartz. TO2 mode is often associated to fragments of Si-O-Si chains, but in 
organic films this wavenumber is also populated by Si-O-C stretching mode. In Figure 5-8, 
the position of this band in the sample prepared with the quartz tube is closer to TO3 mode. 
This mode is related to coesite-like structures, but in SiOxCyHz films, such low Si-O-Si bond 
angle is often observed because of the methyl environment of the bond [209]. On the other 
hand, a shift to higher wave numbers is observed in the sample prepared in the absence of 
the quartz tube, suggesting that without the tube this region is dominated by either Si-O-C 
bonds or Si-O-Si bond in TO2 mode, which may be associated with the fragments of Si-O-Si 
chains. This, along with the lower deposition in the case without the quartz tube, suggests 
that the addition of the quartz tube to the plasma jet leads to more organic and probably 
longer chains of SiOxCyHz structures.  
 
Figure 5-8. absolute (left) and normalized (right) FTIR spectra of samples prepared with 
nitrogen plasma deposition of HMDSO with a flow rate of 5 g/h, with and without the quartz 
tube surrounding the jet. 
5.5 INITIAL PLASMA CONDITIONS 
At this point, the initial plasma deposition conditions can be identified for further 
investigation. All samples discussed here are prepared with N2/HMDSO plasma after the jet 
modification on pre-treated aluminum surfaces (Chapter 4). Three different precursor flow 
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rates are chosen: 3 g/h, 5 g/h, and 7 g/h, resulting in PT3, PT5 and PT7, respectively. To 
study the effect of the number of deposition passes on surface properties, PT3x3 is prepared 
with the same conditions as PT3 but with 3 passes of plasma deposition. Similarly, PT5x3, 
and PT5x6 are prepared with the same conditions as PT5 but with 3 and 6 passes of plasma 
deposition, respectively. Finally, to study the effects of plasma power on surface properties, 
PT5P75 is prepared using the same conditions as PT5 but with increased plasma power. 
Deposition conditions were previously presented in Table 3-3. A specific point should be 
made about jet-to-substrate distance in plasma deposition, as it is much larger than that of 
the pre-treatment process. This ensures that that the plasma-surface interactions are driven 
by the deposition of plasma-generated species, rather than by energy transfer processes as 
discussed in Chapter 4. Table 5-1 clarifies the difference between the samples investigated 
in the following sections.  
Table 5-1. Plasma conditions used for preparation of samples studied here. 




Number of deposition 
passes 
PT3 3 2.7 1 
PT3x3 3 2.7 3 
PT5 5 2.7 1 
PT5P75 5 3.6 1 
PT5x3 5 2.7 3 
PT5x6 5 2.7 6 
PT7 7 2.7 1 
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5.6 SUPERHYDROPHOBIC/ICEPHOBIC COATINGS 
5.6.1 SURFACE MORPHOLOGY 
SEM is used to study the effects of plasma parameters on the surface structure and 
the results are presented in this section. 
Figure 5-9 shows the effect of precursor flow rate on surface morphology. Comparing 
different surface structures at different monomer flow rates, one can conclude that the only 
condition where surface features originating from the pre-treatment and surface features 
originated from plasma polymerization are sufficiently pronounced simultaneously is PT5. 
In PT3, precursor flow rate is not sufficient for complete coverage of the pre-treated surface. 
On the other hand, in PT7, the pre-treated surface porosity is largely covered by the coating, 
and therefore a significant level of roughness is lost. For the sake of brevity, this 
phenomenon will be referred to as ‘morphological saturation’ for the rest of this document. 
It should be noted that SEM images in Figure 5-9 are acquired with a different instrument 
and therefore they may look slightly different from other images presented in this section. 
 
Figure 5-9. SEM images of (a) PT3, (b) PT5, and (c) PT7 
Figure 5-10 shows SEM images of PT3 and PT3x3. It is shown that multiple passes of 
plasma deposition in this case will lead to a thicker coating and larger deposited features on 
the surface. In both cases, multiple levels of roughness are observed, ranging from tens of 
micrometers to a few nanometers. However, in the case of PT3x3, particle agglomeration 
gives rise to an extra level of roughness which contributes to the icephobic properties. 




Figure 5-10. SEM images of PT3 and PT3x3: (a) PT3 1000x, (b) PT3 5000x, (c) PT3 10000x, (d) 
PT3x3 1000x (e) PT3x3 5000x and (f) PT3x3 10000x 
Figure 5-11 shows SEM images of PT5, PT5x3 and PT5x6. Similar to the case of PT3 
and PT3x3, multiple passes lead to a thicker coating and larger agglomerates on the surface. 
However, since monomer flow rate is higher in this case, large agglomerates are observed 
even after one pass of plasma deposition. 
Figure 5-12 shows the SEM images of PT5P75 with two different magnifications. 
Comparing Figure 5-12(a) with Figure 5-11(a), it seems that the effect of plasma power on 
surface morphology is minimal. However, as will be discussed later in section 5.6.2, the 
chemical composition of PT5P75 varies significantly with that of PT5. 
 
(a) (b) (c) 





Figure 5-11. SEM images of PT5, PT5x3 and PT5x6: (a) PT5 1000x, (b) PT5x3 1000x, (c) PT5x6 
1000x, (d) PT5 5000x, (e) PT5x3 5000x, (f) PT5x6 5000x, (g) PT5 10000x, (h) PT5x3 10000x and 
(i) PT5x6 10000x 
 
Figure 5-12. SEM images of PT5P75: (a) 1000x, (b) 5000x and (c) 10000x 
5.6.2 NUMBER OF DEPOSITION PASSES 
Before presenting any discussion on the chemical composition of the surface, and to 
reliably correlate plasma parameters with coating’s chemistry, OES is used to study the 
(a) (b) (c) 
(d) (e) (f) 
(g) (h) (i) 
(a) (b) (c) 
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presence of various chemical functions in the plasma for two precursor flow rates (3 g/h and 
5 g/h) and for up to 6 number of deposition passes. Figure 5-13 shows the optical emission 
spectrum for a precursor flow rate of 3 g/h for up to 3 passes of plasma deposition. It is 
observed that the intensity of all lines, specifically atomic Si lines observed at 250 nm and 
287 nm [210], remains relatively constant with the number of deposition passes. This is in 
contrast with the case of higher precursor flow rates (5 g/h), presented in Figure 5-14, where 
there is an increase in the intensity of emission lines with the number of passes. Since no 
additional source of nitrogen or silicon is provided after the first pass, this increase in 
emission intensity can be correlated to an increase in plasma density with the number of 
deposition passes. This may be due to the presence of a previously deposited dielectric layer 
of the plasma. In the case of multiple plasma deposition passes for PT3, this dielectric layer 
is expected to be significantly thinner, and therefore its effect on plasma density is less 
noticeable. The effects of multiple deposition passes on surface chemistry will be discussed 
in detail in section 5.6.3. 
 
Figure 5-13. Optical emission spectra acquired from different passes with a precursor flow rate 
of 3 g/h: (a) full range of spectra with all peaks and features and (b) a closer look at the atomic 





Figure 5-14. Optical emission spectra acquired from different passes with a precursor flow rate 
of 5 g/h: (a) full range of spectra with all peaks and features and (b) a closer look at the atomic 
silicon line at 250 and 287 nm. 
5.6.3 CHEMICAL COMPOSITION 
To achieve a comprehensive understanding on the chemical composition of the 
coating, different plasma parameters are isolated and their effect on the chemical 
composition of the coating are separately studied. 
5.6.3.1 Monomer flow rate and plasma power 
FTIR spectroscopy and XPS are used to study the chemical composition of different 
samples. Figure 5-15 shows the FTIR spectra acquired from PT3, PT5, and PT5P75. 
  
Figure 5-15. FTIR spectra acquired from PT3, PT5, and PT5P75: (a) absolute values for the full 




In all cases, the fingerprint region of the spectrum is dominated by the features 
common to siloxane-based coatings. The wide band located at around 1100 cm-1 is assigned 
to Si-O-Si stretching and the peaks located at around 1275 cm-1 along with the peaks located 
between 500 cm-1 and 800 cm-1 are suggestive of Si-(CH3)n functions [211]. The absolute 
intensity of these bands is significantly stronger in PT5P75, which is suggestive of a thicker 
coating and higher deposition rate in higher plasma powers. The presence of carbonyl 
groups (C=O) in PT5P75, evident by the sharp peak at around 1750 cm-1, confirms higher 
precursor fragmentation. This increases the presence of oxygen in the plasma and 
subsequently increases the deposition rate. 
In order to accurately compare siloxane state in these coatings, the fingerprint region 
of the spectra is normalized according to Si-O-Si peak and the results are presented in Figure 
5-15b. Si-(CH3)n/Si-O-Si ratio for PT3 is lower than that of PT5. This is because the plasma 
power is identical in both cases, thus in the case of PT3 the same amount of energy is being 
used to induce fragmentation in a lower amount of precursor. Therefore, higher monomer 
fragmentation is expected in lower precursor flow rates. Si-(CH3)n/Si-O-Si ratio is even 
lower for PT5P75 which suggests that higher power leads to higher amount of deposited 
oxide, which is consistent with higher monomer fragmentation. 
The intense band between 1000 cm-1 and 1200 cm-1 is of great interest because it may 
be used to determine the structural integrity of SiOxCyHz. As it was mentioned before, this 
peak is the sum of three Gaussian components related to different bond angles. In all cases 
presented in Figure 5-15b, TO2 mode is manifested as a shoulder located on the higher wave 
number side of TO3 mode. This shoulder is assigned to either Si-O-C stretching modes [212] 
or fragments of Si-O-Si chains [209]. The intensity of this component is the highest for 
PT5P75, which is consistent with the effect of higher plasma energy on precursor molecules.  
92 
  
X-ray photoelectron spectroscopy was also used to study the atomic composition of 
the surface along with the chemical state of silicon in all coatings. Figure 5-16 shows the 
atomic percentages of Si, C and O based on the survey spectra acquired from XPS. In PT5, 
lower precursor fragmentation degree along with the sufficient presence of precursor 
molecules in the plasma leads to the highest organic content on the surface (manifested as 
higher C percentage and lower O percentage). From FTIR data, it was shown that the 
deposition rate in PT5P75 is higher than that of PT5, but the coating is less organic. This is 
consistent with the XPS data presented here, where PT5P75 has a higher content of silicon 
and oxygen and a lower content of carbon. Finally, comparing the atomic percentages of PT3 
with PT5, one can conclude that the deposition is lower in PT3, leading to a lower percentage 
of Si and C, which subsequently increases the atomic percentage of oxygen. 
High resolution spectra of Si 2p core peak were used to determine the chemical state 
of silicon atoms in the siloxane structure. The curve-fitting models are presented in Figure 
5-17 and the results of the component quantification is presented in Figure 5-18. 
 

























Figure 5-17. Curve-fitting models applied to the Si 2p core peak spectra acquired from high 
resolution scanning of PT3, PT5, and PT5P75. 
 
Figure 5-18. component quantification of PT3, PT5, and PT5P75 determined through high 
resolution spectroscopy of Si 2p core peak. 
The only case where Q (silicon atom in contact with four oxygen atoms, in other 
words SiO2) is observed is PT5P75. This is consistent with atomic quantification and FTIR 
data, where it was suggested that PT5P75 favors the formation of oxide functions due to the 
higher plasma energy. Comparing PT3 and PT5, an increase in the percentage of M and a 
decrease in the percentage of T is observed, which corresponds to a more organic coating. 
This is also in agreement with the FTIR and XPS data previously presented.  
5.6.3.2  Number of deposition passes 
The effect of number of deposition passes on surface chemistry is also studied 
through FTIR spectroscopy and XPS analysis. The presence of various chemical functions 























section 5.6.2. It was shown that in the case of PT3, the number of passes does not affect the 
bands intensity in OES spectra, whereas in the case of PT5, band intensities significantly 
increase with the number of passes. This suggests that the plasma density increases with the 
number of passes, which in turn affects the coating’s chemical composition. 
After the first pass of plasma deposition, similar to most siloxane-based coatings, the 
deposition consists of a silica-like structure with organic groups replacing oxygen atoms at 
some places. Further treatment passes can interact with the previously deposited material, 
breaking the Si-C bonds in the structure and removing methyl radicals from the coating 
[213,214] (Si-C bond energy is 76 kcal/mol while Si-O bond energy is 110 kcal/mol, thus 
removal of methyl groups takes priority over the destruction of silica-like structures). In fact, 
surface activation of poly-dimethylsiloxane (PDMS) with oxygen plasma is a well-known 
process used extensively in microfluids [215,216] to increase the hydrophilicity of polymer 
surface. The process described here is quite similar, leading to the removal of methyl radicals 
from the polymeric structure of the surface. These ejected radicals may be responsible for 
the increased plasma density reported in section 5.6.2.  
The ejection of organic molecules and radicals from the surface during atmospheric 
pressure plasma treatment has been previously reported by Koulik et al. [217]. It has been 
argued that ejection can occur through one or more of the following four mechanism: (1) 
‘plasmochemical’ reactions, such as oxidation and etching; (2) electron bombardment; (3) 
UV irradiation; and (4) surface ablation. In atmospheric pressure plasmas, electron 
bombardment is limited due to the short electron mean free path, but plasmochemical 
reactions and UV radiation are intense and therefore significant material ejection may occur. 
In the case of PT3, coating is less organic due to the lower presence of precursor 
molecules in the plasma. The lower precursor flowrate during the second and third passes, 
will lead to significant fragmentation of the organic groups in the coating. Some of the 
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possible products of such fragmentation (e.g. carbonyl groups, C-H radicals, or Si-O-C 
groups [213]) can be observed in the FTIR spectrum acquired from PT3x3 (Figure 5-19). 
Furthermore, Si-O-Si/Si-(CH3)n ratio is lower in the coating created with only one pass, 
which confirms the removal and fragmentation of methyl functions during multiple passes 
of plasma deposition. 
Figure 5-20 shows the atomic percentages of silicon, oxygen and carbon on the 
surface of PT3 and PT3x3. As mentioned before, XPS data are relevant to the outmost layer 
of the surface, and therefore the measurements presented in Figure 5-20 show the chemical 
composition in a thin nano-scale layer. It is observed that the coating developed with three 
passes of plasma deposition contains more carbon at the outmost layer. This can be due to 
the reorganization of organic groups (mobilized by the plasma-coating interactions) towards 
the surface to reach the minimum surface energy achievable. 
 
Figure 5-19. FTIR spectra acquired from PT3, and PT3x3: (a) absolute values (b) normalized 




Figure 5-20. Atomic percentages of silicon, carbon and oxygen acquired from XPS for PT3 and 
PT3x3. 
To better study the chemical state of silicon atoms in the coating structure, high 
resolution spectra of Si 2p core peak was acquired and curve-fitting models were developed 
based on the method previously discussed in section 3.8. These models are presented in 
Figure 5-21 and the component quantification results based on the curve-fitting models are 
presented in Figure 5-22. It is shown that the percentage of T groups (silicon atom in contact 
with three oxygen atoms) is significantly reduced and the percentage of M groups (silicon 
atom in contact with three methyl groups) is significantly increased. This is also consistent 
with methyl remobilization hypothesis presented before. 
 
Figure 5-21. Curve-fitting models applied to the Si 2p core peak spectra acquired from high 




























Figure 5-22. component quantification of PT3 and PT3x3 determined through high resolution 
spectroscopy of Si 2p core peak. 
By increasing the precursor flow rate to 5 g/h, the presence of organic groups in the 
plasma and on the surface after the first pass is increased, leading to a decrease in precursor 
fragmentation compared to PT3. Figure 5-23 shows the FTIR spectra acquired from PT5, 
PT5x3, and PT5x6. In this case, PT5x3 and PT5x6 exhibit a stronger TO2 shoulder, which 
corresponds to Si-O-Si fragments or Si-O-C functions. This is suggestive of a higher 
fragmentation in the case of PT5x3 and PT5x6 compared to PT5. However, unlike PT3x3, no 
carbonyl band is observed, implying that coating over-fragmentation is mainly avoided. The 
increased intensity with increasing the number of deposition passes can be attributed to the 
effect of thickness on band intensity. 
 
Figure 5-23. FTIR spectra acquired from PT5, PT5x3, and PT5x6: (a) absolute values (b) 

























Figure 5-24 shows the atomic percentages of silicon, carbon and oxygen for PT5, 
PT5x3 and PT5x6 acquired from XPS analysis. The initial decrease in carbon atomic 
percentage with the number of passes can be attributed to the fragmentation of organic 
functions on the surface due to the interaction with plasma. Similar to the case of PT3 and 
PT3x3, the by-products of such fragmentation may be ejected from the surface in the form 
of carbon dioxide, carbon monoxide, water vapor, etc. However, there is an increase in 
carbon content from 3 to 6 passes which will be explained through the determination of 
silicon chemical state. 
 
Figure 5-24. Atomic percentages of silicon, carbon and oxygen acquired from XPS for PT5, 
PTx3, and PT5x6. 
To study the chemical state of silicon in the case of PT5, curve-fitting models on Si 
2p core peak are developed for PT5, PT5x3 and PT5x6. These models are presented in Figure 
5-25 and the component quantification based on them is presented in Figure 5-26. It is 
shown that the chemical state of silicon on the outmost layer of the coating remains the same 
from 1 to 3 passes of plasma deposition. This can be explained by the higher presence of 
precursor molecules in the plasma. In this case, a higher amount energy is required for 
precursor fragmentation, and thus the remobilization of organic function in the coating is 
less significant. However, by increasing the number of passes from 3 to 6, organic part of the 























the surface, increasing the atomic percentage of C and converting T functions in PT5x3 to M 
functions in PT5x6.  
 
Figure 5-25. Curve-fitting models applied to the Si 2p core peak spectra acquired from high 
resolution scanning of PT5, PT5x3, and PT5x6. 
 
Figure 5-26. component quantification of PT5, PT5x3, and PT5x6 determined through high 
resolution spectroscopy of Si 2p core peak. 
5.6.3.3 Consideration relevant to the curve-fitting process  
At this point, it should be noted that in a typical curve fitting process, the results may 
be examined by developing a curve model on a different peak related to a different atom and 
confirming the agreement between the results acquired from both models. In this case, it 
may be done by developing synthetic models on C 1s peak based on (T), (D), and (M) 
functions along with other possible carbon states (such as C-C, C-H and C=O). However, the 
binding energies for C 1s(T), C 1s(D), and C 1s(M) are in a 0.5 eV range (284.7 eV, 284.5 eV and 


























originated from exposure to air or other sources of contamination) is also in the same range. 
Due to the relatively large FWHM of the high-resolution spectra (~ 2eV), distinguishing the 
peaks in such a short range is practically impossible, and therefore no confirmation was 
performed on the models presented in this section. However, the models presented here 
were developed using as many restrictions as possible (on peak position, peak width, peak 
shape, etc.) to ensure mathematical and chemical accuracy of component quantification. 
Furthermore, the results from this quantification is in complete agreement with FTIR results 
and the expectations based on the literature. Therefore, we feel confident that these models 
can accurately represent the chemical composition of the surface. 
5.6.4 WETTING BEHAVIOR 
Static contact angle was measured on all samples and the results are presented in 
Figure 5-27. All surfaces are shown to be superhydrophobic (WCA > 150°) with variations 
due to differences in flow rate, plasma power and number of polymerization passes. It is 
shown that in the case of PT3 and PT3x3, multiple polymerization passes will lead to a higher 
contact angle. This can be due to the abundance of organic functions and a thicker coating 
in the case of PT3x3. A similar trend is also observed in the case of PT5 and PT5x3. However, 
PT5x6 shows lower contact angle compared to PT5x3. This is due to morphological 
saturation of the surface, a concept which was introduced in section 5.6.1. Multiple passes 
of plasma deposition can have a similar effect to that of increased flow rate, thus the water 
contact angle on PT5x6 is lower than that of PT5x3. The same explanation is also valid for 




Figure 5-27. Static contact angle for PT3, PT3x3, PT5, PT5x3, PT5x6, PT5P75, and PT7. 
As mentioned before, static contact angle alone is not an accurate representation of 
the wetting behavior on a given surface. Specifically, in icephobic applications, it has been 
shown that the correlation between ice adhesion and dynamic wetting parameters is 
stronger than that of static contact angle [6]. However, all samples discussed here show 
contact angle hystereses lower than 2° (not presented here), which confirms the perfect roll-
off behavior observed on all coatings prior to icing. Contact angle hysteresis changes rapidly 
with the number of icing/deicing cycles though, a phenomenon which will be discussed in 
detail in section 6.2.1. 
 































































5.6.5 DROPLET MOBILITY 
As mentioned before, free rolling of water droplets on superhydrophobic surfaces is 
a major mechanism through which ice adhesion strength can be reduced. In order to study 
the droplet mobility, droplet impact on 6 coatings (PT5, PT5x3, PT5x6, PT5P75, PT3 and 
PT3x3) was recorded using a high-speed camera with a framerate of 5400 frames per second. 
To demonstrate the effect of droplet speed on the time of impact as well as its size on rebound 
behavior, three different droplet volumes (2, 6 and 10 µL) and three different droplet heights 
(10, 20 and 30 mm) were studied. Due to the massive number of files acquired from this 
method (~180,000 images for each case), presenting them in this report as a whole is 
impossible, but an example recorded from a 10 µL droplet is presented in Figure 5-29. 
 
         
Figure 5-29. Droplet impact behavior on PT5x3 in 1.6 ms intervals. In this case, droplet volume 
is 10 µL and it falls towards the surface from a height of 30 mm. 
Based on the number of frames in the sequence in which the droplet is in contact 
with the surface, the total contact time can be determined. Figure 5-30 shows the droplet 







   
   
Figure 5-30. Impact time for various droplet volumes and impact heights for PT3, PT3x3, 
PT5P75, PT5, PT5x3 and PT5x6 
In all cases, contact time increases significantly with the droplet volume. This is due 
to the fact that larger droplets create larger splash disks which increases the contact time. 
However, impact height (or impact speed) does not seem to have a noticeable effect on the 
impact time. Although faster droplets have a higher impact force (i.e. they are pinned to the 
surface with a stronger force), the repelling force from the surface is also proportionally 
increased, and therefore no significant effect is observed on the impact time. 
PT5x3 exhibits the shortest impact time compared to all other samples studied here. 
This is in agreement with the ice adhesion strength measurement results, which will be 
discussed in the next section. 
5.6.6 ICEPHOBIC CHARACTERISTICS 
In this section, the results from ice adhesion strength measurement will be discussed. 
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value of strength (kPa) and (2) adhesion reduction factor (ARF), which is the ratio between 
ice adhesion strength on untreated aluminum (≈350 kPa) and ice adhesion strength on any 
given coating. The effect of precursor flow rate on ice adhesion strength and adhesion 
reduction factor is presented in Figure 5-31. It is shown that PT5 has the lowest ice adhesion 
strength and highest ARF during the first three cycles of icing/deicing. This is in agreement 
with the results obtained from morphological and chemical characterization of the samples.  
 
Figure 5-31. Effect of precursor flow rate on ice adhesion strength for up to three cycles of 
icing/deicing. Ice adhesion strength values are presented on left and adhesion reduction factor 
values are presented on right. Ice adhesion strength of untreated Al-6061 is around 350 kPa. 
Figure 5-32 and Figure 5-33 show the effect of multiple deposition passes on ice 
































Figure 5-32. Ice adhesion strength on PT3 and PT3x3 for up to 3 cycles of icing/deicing. Ice 
adhesion strength values are presented on left and adhesion reduction factor values are 
presented on right. Ice adhesion strength of untreated Al-6061 is around 350 kPa. 
For a flow rate of 3 g/h, similar ice adhesion strength is observed on the samples 
created with 1 and 3 passes of plasma deposition. 
 
Figure 5-33. Ice adhesion strength on PT5 and PT5x3 for up to 5 cycles of icing/deicing. Ice 
adhesion strength values are presented on left and adhesion reduction factor values are 
presented on right. Ice adhesion strength of untreated Al-6061 is around 350 kPa. 
In the case of PT5 and PT5x3, ice adhesion strength for the first cycle is almost equal 
for both samples. However, ice adhesion strength for the second cycle on PT5 increases by 
almost 100%, whereas this rapid increase is not observed in PT5x3. This can be explained by 


























































expected to be thicker than PT5, and therefore it can retain its icephobic properties after 
multiple icing/deicing cycles. 
Figure 5-34 compares the ice adhesion strength for the first three cycles for PT5, 
PT5x3 and PT5x6. It is shown that increasing the number of passes from 3 to 6 has an 
adverse effect on ice adhesion strength. This is in agreement with chemical and 
morphological analysis of PT5x6, where it was argued that the additional passes would lead 
to the saturation of the surface asperities (surface saturation) and altering the chemical state 
of silicon (absence of D and abundance of M in PT5x6), which would ultimately increase the 
ice adhesion strength. 
 
Figure 5-34. Effect of the number of passes on ice adhesion strength. Ice adhesion strength 
values are presented on left and adhesion reduction factor values are presented on right. Ice 
adhesion strength of untreated Al-6061 is around 350 kPa. 
Figure 5-35 compares the ice adhesion strength for PT5 with that of PT5P75. 
Increasing the plasma generation power increases the monomer fragmentation degree, 
which in turn increases the deposition of oxide functions while increasing the coating’s 
thickness. Therefore, PT5P75 is thicker than PT5, but the amount of organic hydrophobic 
species in PT5P75 is less than PT5. This places PT5P75 somewhere between PT5 and PT5x3. 































Figure 5-35. Ice adhesion strength on PT5 and PT5P75 for up to 3 cycles of icing/deicing. Ice 
adhesion strength of untreated Al-6061 is around 350 kPa. 
Figure 5-36 shows the ice adhesion strength on PT5x3 during 10 consecutive 
icing/deicing cycles. The increasing trend in ice adhesion strength confirms the removal of 
the coating materials during deicing. It can be observed that for the first 9 icing/deicing 
cycles, ice adhesion strength on PT5x3 is reduced by a factor of at least two compared to the 
ice adhesion strength on unpolished aluminum (ARF > 2). Ice adhesion strength increases 
































Figure 5-36. Ice adhesion strength on PT5x3 for up to 10 cycles of icing/deicing. Ice adhesion 
strength of untreated Al-6061 is around 350 kPa. 
5.7 CONCLUSION 
In this chapter, the details regarding the plasma deposition process in the presence 
of HMDSO using nitrogen plasma was discussed. It was shown that compared to air plasma 
deposition, nitrogen plasma can create more organic coatings with smaller surface features. 
Therefore, nitrogen was identified as the preferable choice for ionization gas. Furthermore, 
the effects of precursor flow rate on surface structure, wetting behavior and surface 
chemistry was studied. It was argued that by gradually increasing the precursor flow rate, 
smaller spherical nano-particles on the surface may agglomerate, forming larger irregular 
particles with multiple levels of roughness, which is suitable for hydrophobic applications. 
However, increasing the flow rate above a threshold leads to the formation of a white powder 
on the surface, which can decrease the mechanical stability of the coating. It was concluded 
that to retain the hierarchical structure while preventing powder formation, a small 
modification to the jet is necessary. In order to reduce oxygen diffusion from ambient air 
into the treatment region, a quartz tube was mounted on the jet head using a simple copper 






















































Using this quartz tube, multiple samples were created with different plasma parameters and 
the effects of these parameters on surface morphology, chemical composition, wetting 
behavior and icephobic characteristics was studied. It was shown that the sample created 
with three passes of plasma deposition using minimum power under a precursor flow rate 
of 5 g/h exhibits the best properties (highest static contact angle, lowest contact angle 
hysteresis and lowest ice adhesion strength) among all coatings studied here. The effects of 










SURFACE STABILITY AGAINST ENVIRONMENTAL 
FACTORS 
6.1 INTRODUCTION 
In this chapter, the effects of various environmental factors, such as icing/deicing 
cycles, UV exposure, and water immersion, will be studied on surface properties of the 
plasma-deposited coatings. Currently, most of the studies on icephobic surfaces report ice 
adhesion strength or some other icing-related parameters as a representation of surface 
efficiency in icing applications. However, in order to reliably estimate the effectiveness of an 
icephobic coating in practical conditions, coating’s integrity against natural factors should 
be studied. 
6.2 EFFECTS OF ICING/DEICING ON SURFACE PROPERTIES 
6.2.1 WETTING BEHAVIOR 
The wetting behavior of all samples is studied through static and dynamic contact 
angle measurements after each icing/deicing cycle. It should be noted that in Figure 6-1 to 
Figure 6-4, error bars (maximum of ±5° and thus not statistically significant) are 
intentionally removed from the graphs to improve the clarity. Figure 6-1 shows the 
variations of static contact angle and contact angle hysteresis with the number of 
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icing/deicing cycles for PT3, PT5 and PT7. Although all samples exhibit a reduction in static 
contact angle after each icing cycle, they retain their superhydrophobic behavior even after 
three icing/deicing cycles. Among the three samples presented in Figure 6-1, PT5 shows the 
best stability against icing/deicing cycles. This can be due to the fact that PT5 has the most 
efficient combination of roughness and chemistry, and therefore the contact area between 
the water and the surface is minimized. This results in the surface being less affected by the 
ice removal. 
 
Figure 6-1. Static (left) and dynamic (right) contact angle measurements for PT3, PT5, and PT7 
for up to 3 cycles of icing/deicing.   
Figure 6-2 shows the static and dynamic contact angle values for PT3 and PT3x3. In 
both cases, static contact angle decreases while contact angle hysteresis increases with the 
number of icing/deicing cycles. Although the static contact angle for PT3 remains lower than 
that of PT3x3, and hysteresis for PT3 remains higher than that of PT3x3, there is no 
noticeable difference in the increasing/decreasing trend between the two coatings. This 
suggests that both coatings are affected by deicing to the same degree, and despite minor 





Figure 6-2. Static (left) and dynamic (right) contact angle measurements for PT3 and PT3x3 for 
up to 3 cycles of icing/deicing.  
Figure 6-3 compares the effect of 3 icing/deicing cycles on contact angle and contact 
angle hysteresis for PT5, PT5x3 and PT5x6. For PT5x6, there are no significant 
increase/decrease in contact angle and contact angle hysteresis with the number of 
icing/deicing cycles. This can be due to the fact that PT5x6 is expected to be thicker than 
PT5 and PT5x3, and therefore it can maintain its hydrophobicity even after significant 
coating removal. However, in the case of PT5x6, 3 icing/deicing cycles have a more 
pronounced effect on the micro/nano features of the surface structure compared to PT5x3. 
This can explain the higher increase in ice adhesion strength in the case of PT5x6. 
Icing/deicing have an almost identical effect on the static contact angle for PT5 and PT5x3. 
Coating removal leads to a steady decrease in static contact angle. However, PT5x3 exhibits 
a slightly higher initial static contact angle which can be explained by higher coverage of the 





Figure 6-3. Static (left) and dynamic (right) contact angle measurements for PT5, PT5x3 and 
PT5x6 for up to 3 cycles of icing/deicing. 
For PT5 and PT5x3, contact angle hysteresis increases with the number of 
icing/deicing cycles. For the first two cycles, PT5x3 exhibits lower hysteresis compared to 
PT5x6, which can be explained by the fact that the surface features and deposited particles 
are larger in the case of PT5x6. It has been shown [218] that smaller surface geometries can 
lead to wetting regimes closer to Cassie-Baxter which will in turn results in lower contact 
angle hysteresis. However, after the second icing/deicing cycle, PT5x3 may lose a portion of 
these smaller features, while the larger agglomerates in PT5x6 remain on the surface.  
Figure 6-4 shows the effect of plasma power on the wetting behavior of the coatings. 
In both cases, static contact angle decreases while contact angle hysteresis increases with 




Figure 6-4. Static (left) and dynamic (right) contact angle measurements for PT5 and PT5P75 
for up to 3 cycles of icing/deicing. 
Figure 6-5 shows the variation of static contact angle with the number of 
icing/deicing cycles for PT5x3. Although there is a steady decrease in static contact angle, 
PT5x3 can maintain its superhydrophobic behavior for up to at least 7 cycles of 
icing/deicing.  
 
Figure 6-5. Static contact angle values for PT5x3 for up to 10 cycles of icing/deicing. 
Dynamic wetting behavior was also studied extensively for PT5x3 and the results are 
presented in Figure 6-6. The decrease in advancing contact angle with icing/deicing cycles 
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is not as significant as that of the receding contact angle. There is a sharp drop in the 
receding angle after the first three icing deicing cycles, which leads to a rapid increase in 
contact angle hysteresis. It has been suggested that ice adhesion strength correlates to 1 +
cos 𝜃𝑟𝑒𝑐 (see Equation 2-4) [69,218]. This is in agreement with the results presented here, 
since the ice adhesion strength remains relatively constant for the 4th, 5th, 6th, and 7th 
icing/deicing cycles, which is the range where receding contact angle is constant. The drop 
in contact angle hysteresis after the 5th cycle is due to the decreasing advancing angle while 
the receding angle remains relatively constant. 
 
Figure 6-6. Advancing and receding angles (left) and contact angle hysteresis for PT5x3 for up 
to 10 cycles of icing/deicing. 
Figure 6-7 shows the correlation between 1 + cos 𝜃𝑟𝑒𝑐 and ice adhesion strength 
values for up to 10 icing/deicing cycles for PT5x3. Although this correlation is reported to be 
linear in the literature, Pearson’s coefficient value for the regression line is rather 
unsatisfactory (r = 0.67943, where r = 1 indicates a full linear correlation and r = 0 indicates 
a non-linear correlation). There is a better linear fit (dashed red line) for the first 5 data 
points (r=0.8495), which may be suggestive of a more linear regime at lower ice adhesion 
strengths, followed by a constant ice adhesion strength regime and a constant work of 
adhesion regime (dashed grey lines). At this point, these ‘regimes’ are only reported as an 
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observation since more data points are required in order to reliably distinguish and explain 
this behavior. 
 
Figure 6-7. Ice adhesion strength values for PT5x3 graphed against 1+cos rec. 
6.2.2 CHEMICAL COMPOSITION 
Table 6-1 shows the results acquired from atomic quantification of all samples 











Table 6-1. Atomic percentage of silicon, carbon and oxygen on all samples before and after 
multiple icing/deicing cycles. 
 
 
Figure 6-8 shows the effects of 3 icing/deicing cycles on the chemical composition of 
PT3, PT5, and PT7. In all cases, the atomic percentages of silicon and oxygen decrease while 
the atomic percentage of carbon increases with the number of icing/deicing cycles. The 
decrease in the percentage of silicon and oxygen can be attributed to the coating removal 
from the surface due to deicing. Subsequently, carbon atomic percentage will increase 
 
Si C O 
PT3 Before 32.8 19.7 47.5 
PT3 After 29.3 26.1 40.7 
PT3x3 Before 30.8 26.6 41.1 
PT3x3 After 26.9 36.4 35.1 
PT5 Before 35.3 22.8 41.9 
PT5 After 29.3 26.1 40.7 
PT5P75 Before 36.4 15.4 48.2 
PT5P75 After 34.9 17.8 47.3 
PT5x3 Before 36.8 14.1 49.1 
PT5x3 After 32.3 26.4 41.3 
PT5x6 Before 33.5 23.0 43.5 
PT5x6 After 29.5 35.9 34.6 
PT7 Before 31.5 23.1 45.5 
PT7 After 19.6 41.5 33.9 
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regardless of the carbon content. However, surface contamination during icing/deicing 
cycles may be at least partially responsible for this increase in carbon percentage. 
It is shown that the decrease in silicon and oxygen atomic percentages in the case of 
PT5 is not as significant as that in the case of PT3 or PT7. This suggests that compared to 
PT3 and PT7, PT5 is more capable of maintaining its surface structure after deicing. 
   
Figure 6-8. Chemical composition of the coating for PT3, PT5 and PT7 before and after 3 
icing/deicing cycles. 
Figure 6-9 shows the coating’s chemical composition before and after 3 cycles of 
icing/deicing for PT3 and PT3x3. Similar to the previous cases, silicon and oxygen atomic 
percentage decreases while carbon atomic percentage increases after 3 cycles of 
icing/deicing. However, it can be seen that the decrease in oxygen and silicon content in the 
case of PT3 is significantly stronger compared to PT3x3. This suggests that PT3x3 exhibits 
higher stability against icing/deicing cycles, leading to a lower coating removal which 































Figure 6-9. Chemical composition of the coating for PT3 and PT3x3 before and after 3 
icing/deicing cycles. 
Figure 6-10 shows the effect of multiple icing/deicing cycles on the chemical 
composition of PT5, PT5x3 and PT5x6. It should be noted that for PT5x3, chemical 
composition is acquired after 10 cycles of icing/deicing, while for the other two cases 
presented in Figure 6-10, chemical composition is acquired after 3 cycles of icing/deicing. It 
is shown that in all cases, silicon and oxygen atomic percentage decrease with the number 
of icing/deicing cycles, which can be attributed to the removal of coating material from the 
surface after each deicing step. However, comparing the extent of this reduction in different 
cases can provide valuable information regarding coating’s stability. It is shown that the 
reduction of oxygen and silicon content in PT5x6 is slightly higher than that of PT5. This can 
be explained by the absence of D units in PT5x6 (Figure 5-26), which may lead to lower 
stability against icing/deicing cycles. Furthermore, atomic percentage of silicon in PT5x3 
after 10 icing/deicing cycles is slightly higher than the atomic percentage of silicon in PT5 
and PT5x6 after 3 icing/deicing cycles. This may suggest that coating removal after 10 cycles 
of icing/deicing in the case of PT5x3 is comparable to the coating removal after 3 cycles of 






















Figure 6-10. Chemical composition of the coating for PT5, PT5x3 and PT5x6 before and after 3 
icing/deicing cycles (PT5 and PT5x6) and 10 icing/deicing cycles (PT5x3). 
Figure 6-11 shows the effects of 3 icing/deicing cycles on the chemical composition 
of PT5 and PT5P75. In this case, the variations in the atomic percentage of Si, O, and C due 
to icing/deicing cycles are very similar. Therefore, one may conclude that PT5 and PT5P75 
exhibit similar stability against icing/deicing cycles. 
 
Figure 6-11. Chemical composition of the coating for PT5 and PT5P75 before and after 3 
icing/deicing cycles. 
Silicon chemical states were also studied before and after icing and the results are 
presented in Figure 6-12 and Table 6-2. It is shown that the change in the silicon chemical 


















































Figure 6-12. High resolution Si 2p core peak spectra acquired from PT3x3, PT5, PT5P75, PT5x3, 
and PT5x6 after 3 icing/deicing cycles (for PT3x3, PT5P75 and PT5x6), 5 icing/deicing cycles 
(for PT5) and 10 icing/deicing cycles (PT5x3). 
Table 6-2. Various chemical states of silicon for different coatings before and after 
icing/deicing. 
6.2.3 SURFACE MORPHOLOGY 
Repeated icing/deicing cycles can affect the surface morphology by removing the 
coating and thus reducing the surface roughness. In this section, SEM images of various 
coatings before and after icing/deicing cycles is presented. It should be noted that the images 
 
Before icing After icing 
Q T D M Q T D M 
PT3x3 0 2.4 30.4 67.2 0 1.2 30.4 68.4 
PT5 0 16.5 29.7 53.8 0 16.2 28.8 54.9 
PT5P75 7.1 10.2 30.3 52.4 8.8 12.8 27.7 50.7 
PT5x3 0 12.8 30.4 56.8 0 11.1 30.8 58.1 
PT5x6 0 16.6 0 83.4 0 13.8 0 86.2 
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presented in Figure 6-13 are acquired with a different microscope, and therefore the 
appearance of the surface structure may seem different from the other images presented in 
this section. 
Figure 6-13 shows the coating removal after 3 cycles of icing/deicing for PT3, PT5 
and PT7. Despite the apparent removal of coating material from the surface, all samples 
retain some level of nano-roughness after 3 icing/deicing cycles. 
 
Figure 6-13. SEM images of PT3 (a and d), PT5 (b and e), and PT7 (c and f) before and after 3 
icing/deicing cycles. 
Figure 6-14 shows the SEM images acquired from PT3x3 before icing and after 3 
icing/deicing cycles. It is clear that a noticeable amount of deposited materials is removed 
and most of the dendritic structures on the coating is lost after 3 cycles of icing/deicing. This 
is in agreement with the loss of silicon suggesting coating removal, and can be responsible 
for the increased ice adhesion strength after each deicing step.  
(a) (b) (c) 




Figure 6-14. SEM images of PT3x3 before and after 3 cycles of icing deicing: (a) before icing 
1000x, (b) before icing (5000x), (c) before icing 10000x, (d) after icing 1000x, (e) after icing 
5000x, (f) after icing (1000x) 
Since PT5 is the basis for the most efficient coating developed in this research, a more 
detailed set of images from before and after 5 cycles of icing/deicing on PT5 is presented in 
Figure 6-15. It is shown that multiple icing/deicing cycles can lead to a significant coating 
removal from the surface, exposing the underlying porous structure and ultimately 
increasing the ice adhesion strength.  
(a) (b) (c) 




Figure 6-15. SEM images of PT5 before and after 5 cycles of icing deicing: (a) before icing 1000x, 
(b) before icing (5000x), (c) before icing 10000x, (d) after icing 1000x, (e) after icing 5000x, (f) 
after icing (1000x) 
Figure 6-16 shows the SEM images acquired from PT5x3 before icing and after 10 
icing/deicing cycles. Coating removal due to deicing is also observed in the case of PT5x3, 
but it should be noted that the images presented here are acquired from the samples after 
10 cycles of icing/deicing (as opposed to 3 cycles, which is the case for all other coatings in 
this study except for PT5 and PT5x3). Even after 10 icing/deicing cycles, Figure 6-16(e) 
suggests that the dendrite-like structure is partially maintained on the surface. Since this 
structure plays a very important role in reducing the ice adhesion strength, this observation 
is in agreement with the fact that PT5x3 exhibits the smallest increase in ice adhesion 
strength due to icing/deicing cycles. 
Figure 6-17 shows the SEM images acquired from PT5x6 before icing and after 3 
icing/deicing cycles. The coating in this case is thicker and is consisted of larger features, 
which may have an adverse effect on the mechanical stability of the surface structures. In 
fact, it seems like the effect of 3 icing/deicing cycles on PT5x6 can be compared to that on 
PT5x3 after 10 icing/deicing cycles. The lower durability of PT5x6 during icing/deicing 
(a) (b) (c) 
(d) (e) (f) 
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cycles can be due to the morphological and chemical differences between PT5x3 and PT5x6 
which were previously discussed. 
 
Figure 6-16. SEM images of PT5x3 before and after 10 cycles of icing deicing: (a) before icing 
1000x, (b) before icing (5000x), (c) before icing 10000x, (d) after icing 1000x, (e) after icing 
5000x, (f) after icing (1000x) 
 
Figure 6-17. SEM images of PT5x6 before and after 3 cycles of icing deicing: (a) before icing 
1000x, (b) before icing (5000x), (c) before icing 10000x, (d) after icing 1000x, (e) after icing 
5000x, (f) after icing (1000x) 
(a) (b) (c) 
(d) (e) (f) 
(a) (b) (c) 
(d) (e) (f) 
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Figure 6-18 shows the SEM images acquired from PT5P75 before icing and after 3 
icing/deicing cycles. As mentioned before, increasing the plasma generation power leads to 
higher monomer fragmentation, which will in turn increase the amount of silica powder 
deposited on the surface. This can drastically affect the coating’s mechanical stability, 
resulting in a noticeable coating removal after only 3 icing/deicing cycles.  
 
Figure 6-18. SEM images of PT5P75 before and after 3 cycles of icing deicing: (a) before icing 
1000x, (b) before icing (5000x), (c) before icing 10000x, (d) after icing 1000x, (e) after icing 
5000x, (f) after icing (1000x) 
The coating removal observed in PT5P75 (Figure 6-18f) is significantly increased 
compared to PT5 after 5 icing/deicing cycles (Figure 6-15f). This suggests that with the same 
conditions, increasing the plasma generation power will decrease the coating’s mechanical 
stability against icing/deicing cycles.  
6.3 EFFECT OF UV EXPOSURE ON SURFACE PROPERTIES 
The effect of prolonged UV exposure on surface chemical composition, surface 
morphology and ice adhesion strength was studied for PT5x3 and the results are presented 
here. Figure 6-19 shows the effect of various UV exposure durations on surface morphology 
(a) (b) (c) 
(d) (e) (f) 
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of PT5x3. Based on the SEM images presented here, it seems that UV exposure has no 
apparent effect on the surface morphology. This was expected since the backbone of the 
coating is consisted of Si2O4 units which, similar to almost every other ceramic, are fairly 
resistant to UV exposure. However, ultraviolet radiation is able to break or reorganize some 
of the organic bonds in the hydrophobic functions, and therefore chemical characterization 
of the surface was essential to fully understand the effects of ultraviolet radiation on surface 
behavior. 
Figure 6-20 shows the variations in silicon, oxygen and carbon atomic percentages 
with UV exposure duration. For the first two cycles, the loss of silicon atoms is suggestive of 
silicon powder removal from the surface. After that, silicon content on the surface remains 
fairly constant. The slight increase in the atomic percentage of silicon can be attributed to 
the decreasing carbon percentage. There is also a sharp initial decrease in the atomic 
percentage of oxygen which, similar to the case of silicon, can be explained by the removal 
of silica powder from the surface. The subsequent increase in oxygen content can be 
attributed to the surface oxidation under UV exposure which is a well established 





Figure 6-19. Effect of UV exposure on surface morphology: (a), (b) and (c) 1 year of UV 
exposure; (d), (e) and (f) 2 years of UV exposure; (g), (h) and (i) 3 years of UV exposure; and (j), 
(k) and (l) 4 years of UV exposure. 
(a) (b) (c) 
(d) (e) (f) 
(g) (h) (i) 




Figure 6-20. The effect of various UV exposure durations on the atomic percentage of silicon, 
oxygen and carbon 
Figure 6-21 shows the results of Si 2p core peak curve-fitting for PT5x3 after various 
UV exposure durations and Figure 6-22 summarizes component quantification results. It is 
shown that the percentage of D decreases while the percentages of T and M increase with 
UV exposure duration. Since D and T are considered to be responsible for the propagation 
and cross-linking of siloxane structure respectively, it may be suggested that UV radiation is 
capable of reorganizing the methyl functions and reducing the chain length while increasing 
the cross-linking degree in the coating structure. This may be responsible for the lower ice 




Figure 6-21. High resolution spectra of Si 2p core peak for PT5x3 after various durations of UV 
exposure. 
 
Figure 6-22. The effect of various UV exposure durations on the silicon chemical states 
131 
  
Figure 6-23 shows the measured ice adhesion strength on PT5x3 after various 
durations of UV exposure. For the first three cycles, ice adhesion strength is slightly 
increased. However, for the third and fourth cycle, ice adhesion strength is reduced by a 
factor of 2. Since it’s been shown that UV exposure has no significant effect on surface 
morphology, and is only capable of reorganizing the organic functions in the surface 
structure at best, the ice adhesion strength measurement results presented here are highly 
unusual. This decrease in ice adhesion strength may be explained by the changes in the 
chemical state of silicon, but this can not be reliably confirmed unless more information on 
the role of silicon chemical states on surface characteristics is available. 
 
Figure 6-23. Ice adhesion strength vs. years of UV exposure for PT5x3 
6.4 EFFECTS OF WATER IMMERSION ON SURFACE PROPERTIES 
Samples of PT5, PT5x3 and PT5x6 were immersed in deionized water for up to 25 
days and were periodically subjected to contact angle measurement and chemical analysis. 
Most surface properties stabilized after 25 days of water immersion, and thus immersion 
duration was chosen to be 25 days. Figure 6-24 shows the static contact angle and contact 
angle hysteresis measured on the coatings after various durations of water immersion. The 




























Years of UV exposure
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contact angle followed by what looks like an increase. However, it is highly probable that 
this increase is in fact due to measurement error or sample heterogeneity. The increased 
contact angle observed after 6 days of water immersion may be indicative of a relatively 
constant contact angle after the initial loss of the coating material in water. It can be deduced 
that water immersion has a very similar effect on the static wetting behavior of the coating 
for PT5, PT5x3 and PT5x6. 
 
Figure 6-24. Variation of static contact angle and contact angle hysteresis after up to 25 days of 
water immersion for PT5, PT5x3 and PT5x6. 
Unlike static contact angle, water immersion affects the contact angle hysteresis to 
various degrees for different coatings. In the case of PT5, contact angle hysteresis increases 
rapidly with water immersion duration. Since the chemical composition of PT5 is similar to 
that of PT5x3, this rapid increase in contact angle hysteresis should be attributed to surface 
morphology or coating thickness. In fact, lower thickness and smaller deposited particles in 
the case of PT5 may be responsible for faster loss of the coating, thus exposing the porous 
structure underneath and increasing the contact angle hysteresis. Compared to PT5, the rate 
of contact angle hysteresis increase in the case of PT5x3 is much slower which may be 
explained by the higher thickness of PT5x3. However, PT5x6 behaves very differently in 
water immersion. In this case, contact angle hysteresis decreases with water immersion 
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time, which cannot be explained easily based on the information provided so far. Therefore, 
in order to fully understand the effect of water immersion on surface properties, chemical 
analysis of the samples seemed necessary. 
Figure 6-25 shows the atomic percentages of silicon, oxygen, and carbon on the 
coatings after various durations of water immersion. Loss of silicon after water immersion 
in the case of PT5 and PT5x3 is suggestive of the coating removal in water which was 
discussed previously. However, in the case of PT5x6, silicon atomic percentage increases 
with water immersion time and since no silicon source is provided in the water, this increase 
can only be due to a decrease in the atomic percentage of carbon or oxygen. In fact, PT5x6 
is the only case in which a decrease in carbon percentage was observed with water 
immersion. Normally, an unaccounted addition of carbon can be attributed to surface 
contamination, but a decrease in carbon percentage can only be due to the loss of some 
chemical functions from the surface. 
The most significant difference between the chemical compositions of PT5x3 and 
PT5x6 is the absence of D chemical state and an abundance of M chemical state in the case 
of PT5x6 (Figure 5-26). In other words, PT5x6 is consisted of shorter siloxane chains with 
lower cross-linking. This can reduce the stability of the siloxane structure in aqueous 
environment, resulting in a loss of organic functions. 
  
Figure 6-25. Atomic percentages of silicon, oxygen and carbon after various durations of water 




In this chapter, surface stability against some of the most well-known environmental 
factors was studied. It was shown that in all cases, exposing the sample to multiple 
icing/deicing cycles can remove coating material from the surface, which leads to a gradual 
increase in ice adhesion strength with the number of icing/deicing cycles. Based on SEM, 
XPS, and wetting analyses, it may be concluded that PT5x3 is the most stable coating against 
icing/deicing cycles.  Due to its sufficient thickness, chemical composition, and hierarchical 
structure, PT5x3 is capable of retaining its icephobic characteristics for up to 10 cycles of 
icing/deicing. Furthermore, the effects of prolonged UV exposure on surface properties was 
studied for PT5x3.  It was shown that UV exposure has no noticeable effect on surface 
morphology, but it may be capable of reorganizing organic functions in the surface structure, 
thus changing the silicon chemical state.  This may be used to explain the unusual results 
acquired from ice adhesion strength measurement after the equivalent of 3 and 4 years of 
UV exposure, where it was shown that ice adhesion strength can decrease drastically after 
the 3rd year of UV exposure.  Finally, the effects of water immersion on surface properties 
was studied for PT5, PT5x3 and PT5x6. It was shown that in all cases, static contact angle 
initially decreases with water immersion duration, but after around 6 days, static contact 
angle becomes relatively constant and does not change with the duration of water 
immersion. It was also shown that for PT5, contact angle hysteresis is greatly affected by 
water immersion duration.  
It should be noted that although every effort has been made in this study to mimic 
the natural conditions during icing events, it is impossible to reliably estimate a coating’s 
practical life-time based solely on the results presented in this chapter: the results presented 
here are valid for a single set of icing conditions (such as wind speed, temperature, droplet 
size, etc.). Natural icing events may occur under different, and usually fluctuating, 
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conditions. This can radically change the ice type and subsequently, ice adhesion strength 
on the coating. Besides, although the deicing method used in this study can accurately 
determine the adhesion strength between the ice and the substrate, it is significantly more 
aggressive compared to natural shedding or thawing of ice. Thus, compared to natural 
shedding, our deicing procedure has a much more radical effect on the coating. The best 
coating presented here (PT5x3) was shown to be able to maintain its icephobic properties 
after 10 icing/deicing cycles. However, its life time is expected to be much longer than 10 









CONCLUSIONS AND FUTURE RECOMMENDATIONS 
7.1 CONCLUSIONS AND CONTRIBUTIONS OF THIS THESIS 
The development of a superhydrophobic/icephobic coating on Al-6061 substrates 
based on a two-step plasma-treatment procedure was reported. In the first step, aluminum 
samples are treated in a non-depositing environment with a relatively short jet-to-substrate 
distance and N2 or N2-O2 plasmas. In the second step, hydrophobic materials are deposited 
on the surface using N2 plasma and hexamethyldisiloxane (HMDSO) as the precursor. 
The first step is introduced as a path to increase surface roughness and facilitate the 
creation of superhydrophobic surface structures. A microporous structure is observed on the 
surface of aluminum after 3 passes of N2-O2 plasma treatment. SEM studies reveal the 
presence of various surface features after the first pass, some of which are very similar to the 
structures observed in laser ablation. Furthermore, XPS studies reveal that the surface is 
heavily oxidized after N2-O2 plasma treatment. High speed imaging of the N2 or N2-O2 
plasma interacting with the surface shows that multiple streamers are created as an 
expansion of the rotating arc source inside the jet body. In the case of N2-O2 plasma, the 
formation of this streamer is facilitated by the near-infinite electric conductivity of the 
plasma column, in contrast with the case of N2 plasma, where it was shown that the 
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streamers are significantly weaker, suggesting that the N2 plasma is not as conductive as N2-
O2 plasma. It is argued that these streamers are responsible for delivering electric charges 
from the plasma source to a close proximity of the surface. Subsequently, multiple electric 
arcs can be transferred onto the surface which are believed to be the driving force behind the 
transformation mechanism. It is shown that the upper energy flux limit of the plasma jet is 
comparable to a typical case of laser ablation. This allows us to draw some similarities 
between surface features observed after laser ablation and surface features observed after 
one pass of N2-O2 plasma treatment. In fact, different laser pulse durations and different 
beam fluences can give rise to different surface features, some of which are observed in our 
case. For instance, ultrashort laser pulses (in the range of femtoseconds) can lead to circular 
features with ‘clean’ edges, which are the result of a direct solid-to-gas phase transformation, 
since the energy delivery timeframe does not allow for substrate melting. In longer pulse 
durations (in the range of pico/nanoseconds) with low beam fluence enough time is 
provided for melting and re-solidification, which leads to the re-deposition of molten 
aluminum on the edges of surface features. In nanoseconds durations with higher beam 
fluence, the homogeneous nucleation of vapor from molten aluminum results in a micro-
roughened and micro-porous surface structure. In the case of APPJ treatment, since the 
occurrence of electric arcs due to the streamers seems to be randomly distributed in time 
and space, it may be suggested that multiple arcs with various durations are capable of 
delivering significant amounts of energy to the surface. This will lead to different surface 
features based on arc duration and energy. It is argued that these arcs favor irregularities 
with different electrical properties on the surface of aluminum. Since each treatment pass is 
introducing more irregularities to the surface, a feature created in the first pass may be a 
preferable spot for further electric arcs in the second pass. Therefore, by exposing the sample 
to multiple passes of N2-O2 plasma, a uniform micro-roughened and micro-porous surface 
structure is achieved which may be used as a substrate for coating deposition. 
138 
  
The main objective of the next step is to develop a superhydrophobic/icephobic 
coating on Al-6061 through APPJ treatment in a depositing environment. In order to do so, 
some of the major plasma parameters should be closely investigated and a simple 
modification to the jet should be carried out. At first, the effect of HMDSO flow rate and 
plasma gas on surface properties was studied. It was shown that static contact angle initially 
increases with precursor flow rate, but a critical flow rate exists beyond which contact angle 
remains fairly constant. This critical value was attributed to the full coverage of the 
aluminum surface with hydrophobic materials. However, a white powder was observed on 
the surfaces developed using precursor flow rates above a certain threshold, which can 
decrease the mechanical properties of the coating. This white powder was shown to be due 
to the agglomeration of silica-based spherical nano-particles observed in the lower precursor 
flow rates. Therefore, in order to avoid the generation of white powder particles, flow rate 
should be kept low. Furthermore, FTIR studies revealed that by increasing the precursor 
flow rate, the amount of organic deposition increases. However, surfaces developed using 
N2 plasma are more organic and are consisted of smaller surface features compared to the 
ones developed using N2-O2 plasma. Therefore, it was concluded that N2 plasma with low 
precursor flow rates (lower than 10 g/h) is the more preferred choice for hydrophobic 
applications. 
In development of hydrophobic coatings, it is essential to avoid the presence of 
hydrophilic oxide groups in the coating structure as much as possible. In order to prevent 
the diffusion of O2 from the ambient air into the plasma region, the plasma jet is slightly 
modified with a quartz tube. It is shown that the addition of this quartz tube to the jet-head 
can drastically change the surface morphology, leading to a hierarchical structure which is 
ideal for hydrophobic applications. Furthermore, the quartz tube added to the jet allows for 
ignition and maintenance of weak plasmas while reducing the diffusion of oxygen species 
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from ambient air into the plasma, ultimately decreasing the amount of powder particles 
deposited on the aluminum surface and improving the mechanical properties of the coating. 
 In the next step, after the jet modification, superhydrophobic/icephobic coatings are 
developed in the presence of HMDSO in N2 plasma. Multiple samples are created using 
different precursor flow rates, generation powers and number of deposition passes in order 
to specifically study the effects of these parameters on surface properties.  
In the case of the lowest precursor flow rate studied (3 g/h, PT3), it is shown that the 
presence of precursor molecules in the plasma is not enough for a complete and uniform 
coverage of the surface. On the other hand, by increasing the precursor flow rate to 7 g/h 
(PT7), coating materials may completely cover some surface features originated from the 
N2-O2 plasma treatment step, leading to a ‘morphological saturation’ of the surface. The 
most preferred surface structure is observed in the case of PT5, where despite the complete 
coverage of the surface with organosilicons, surface features created during the N2-O2 
plasma treatment are maintained, leading to a hierarchical structure with surface features 
ranging from tens of micrometers to only a few nanometers. Such structures are shown to 
be preferable for superhydrophobic and icephobic applications.  
Further samples are developed using precursor flow rates of 3 g/h and 5 g/h with 
multiple passes of plasma deposition. It is shown that increasing the number of deposition 
passes leads to a thicker coating with larger deposited particles on the surface. Multiple 
passes of plasma deposition can also affect coating’s chemical composition. Every plasma 
deposition pass after the first one is performed in the presence of a pre-deposited dielectric 
layer, the thickness of which depends on the deposition parameters. This layer may affect 
the electrical properties of the plasma. It is shown that plasma becomes denser in the 
presence of this dielectric layer, leading to a lower monomer fragmentation degree. This is 
in agreement with FTIR results, where it is shown that monomer over-fragmentation in a 
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few cases can lead to the deposition of some chemical groups on the surface, particularly Si-
O-C, C-H or Si-H. The presence of these functions is only significant in cases where over-
fragmentation is expected, such as PT3x3 or PT5P75, and are believed to be formed due to 
the chemical reactions between ambient air species and monomer over-fragmentation 
products. XPS studies show that by increasing the number of passes to 6 in the case of PT5, 
siloxane chains on the surface become shorter with a higher density of methyl groups, which 
can decrease coating’s mechanical stability against icing deicing cycles. Besides, unlike 
PT5x3, PT5x6 exhibits morphological saturation to some degree, which may contribute to 
the lower contact angle and higher ice adhesion strength observed in the case of PT5x6. 
Finally, it is shown that increasing the plasma power from 2.7 kW to 3.6 kW leads to 
monomer over-fragmentation and higher oxide deposition on the surface which can 
contribute to the higher ice adhesion strength for PT5P75. 
It is concluded that the sample prepared using a precursor flow rate of 5 g/h with 3 
passes of plasma deposition shows the best superhydrophobic/icephobic properties among 
the conditions studied here. Ice adhesion strength is measured on PT5x3 for up to 10 cycles 
of icing/deicing, and it is shown that PT5x3 can reduce the ice adhesion strength by a factor 
of at least 2 for the first 7 cycles. After 10 cycles, ice adhesion strength on PT5x3 is still lower 
than untreated sample by a factor of 1.5. 
In chapter 6, coating’s stability against natural factors is investigated. Various 
coatings are exposed to multiple cycles of icing/deicing and their surface properties are 
studied during these cycles. SEM studies show that multiple icing/deicing cycles lead to 
different degrees of coating removal in all cases. This is further confirmed by XPS results, 
where a reduction in silicon and oxygen atomic percentages was observed on all samples 
after icing/deicing cycles. However, PT5x3 is shown to be able to retain some degree of its 
multi-leveled roughness even after 10 cycles of icing/deicing. This is in agreement with ice 
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adhesion strength measurements, where PT5x3 is shown to be the least affected by the 
icing/deicing cycles. 
The integrity of PT5x3 during prolonged UV exposure durations is also studied. It is 
shown that UV exposure has no noticeable effect on surface morphology, however it is 
capable of reorganizing the organic functions in the surface structure, thus changing the 
silicon chemical state, increasing the density of organic function on the surface while 
decreasing siloxane chains length. Ice adhesion strength is shown to decrease significantly 
after the equivalent of 2 years of UV exposure. This is explained by a denser presence of 
methyl groups on the surface (higher percentage of M functions). 
Finally, the effects of water immersion on the surface properties of PT5, PT5x3 and 
PT5x6 is studied. It is shown that in all cases, static contact angle initially decreases before 
it becomes stable after around 6 days of water immersion. However, a rapid increase in 
contact angle hysteresis is observed on PT5x3 after around 12 days of water immersion, 
which is attributed to the loss of finer surface features in aqueous environment. 
Furthermore, XPS studies reveal that in the case of PT5x6, some organic functions are lost 
after water immersion. This is in agreement with the initial XPS studies on PT5x6, where it 
is suggested that the absence of D groups in the siloxane structure may be responsible for 
the lower mechanical integrity of the surface. 
7.2 RECOMMENDATIONS FOR FUTURE WORK 
Further studies as a continuation of this research can be focused on the following 
aspects: 
• The effects of all plasma parameters on surface wetting and icing properties should 
be fully studied. In this study, we’ve chosen some of the plasma parameters that are 
believed to have the most pronounced effect on surface properties. However, some 
plasma parameters are left to be investigated. For instance, the length of the silicon 
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tube used to confine the plasma jet and hinder the diffusion of oxygen into the plasma 
plays a role in coating’s composition and morphology, but this correlation is not 
studied here. Plasma frequency, plasma duty cycle, ionization gas flow rate and 
carrier gas flow rate are some of the other plasma parameters that may affect the 
coating’s properties. 
• Another potential study may be focused on precise and direct measurement of the 
energy and duration of the electric arcs on the surface during the N2-O2 treatment 
process. During this study, several efforts were made to measure arc duration and 
energy. However, due to the very short duration of the arcs and their hectic nature, 
none of these efforts were successful. Therefore, an experiment should be designed 
to accurately measure the energy and the duration of the arcs, so that the similarities 
between N2-O2 plasma treatment introduced here and some of the known processes 
can be clarified. For instance, an arc generator with controlled arc energy/duration 
can be used on the surface to confirm the distribution of various surface features 
based on arc energy and arc duration.  
• A hypothesis was presented to explain the variations in surface chemical composition 
with the number of deposition passes based on organic functions ejection from the 
surface during deposition. The results presented in this thesis are consistent with this 
hypothesis, but in order to reliably evaluate the validity of such explanation, it is 
recommended to study the chemical composition of the plasma more accurately. For 
instance, mass spectroscopy of the plasma interacting with a previously deposited 
organo-silicon based coating can prove or disprove the presence of methyl groups 
ejected from the surface. 
• As mentioned before, a set of icing conditions (wind speed, temperature, droplet size, 
etc) is chosen in this study for ice accumulation which is relatively close to what one 
would expect in natural icing events. However, different climates can drastically 
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change the ice type, which in turn affects the ice adhesion strength measurements. 
Therefore, to reliably evaluate the icephobic properties of a coating, the effects of 
icing conditions on ice adhesion strength and ice shedding capabilities should be 
understood. 
• The coatings presented in this thesis are designed with high voltage over-head cables 
in mind, and therefore, in practical applications, they will be subjected to high 
voltage currents. Thus, it is recommended to study the inter-relation between 
electrical parameters, such as electric fields or the intensity and the polarity of the 
voltage, and coating characteristics. For instance, the formation of corona discharges 
on the needle-like structures on the surface can be problematic in many applications, 
and therefore the significance of corona discharges in the presence of surface 
micro/nano-structure should be studied prior to any implementation in practical 
applications. 
• As mentioned before, in siloxane coatings, four different silicon chemical states are 
defined based on the number of oxygen atoms in contact with silicon. Using Si 2p 
core peak curve-fitting, the atomic percentages of each one of these states can be 
determined. However, no study has ever been done on the contributions of these 
states to coating’s macro-properties, such as wetting and icing behavior or 
mechanical integrity. This may be done by studying standard samples with known 
contents of Q, T, D, and M. For instance, polydimethylsiloxane is fully consisted of D 
unit. Therefore, PDMS may be used as a D standard sample. Establishing a 
correlation between the presence of these functions and some practical properties of 
the coating can be used to fully understand and explain the surface behavior in 
various cases. 
• While the effects of UV exposure on ice adhesion strength was briefly discussed, more 
work can be done to fully understand the role of UV on ice adhesion strength and 
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coating stability. Firstly, the effects of aging parameters, such as UV wavelength or 
humidity, on UV degradation process can be studied. Besides, if the explanation 
given here for the reduced adhesion strength after 3 years of UV exposure is true, 
then it is expected to observe a lower stability against icing/deicing cycles in samples 
after 3 and 4 years of UV exposure, since it was suggested that UV radiation can 
reorganize the organic functions in the coating leading to shorter siloxane chain 
lengths. Therefore, another path to further improve our understanding of these 
coatings is to measure the ice adhesion strength on samples exposed to UV radiation 
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